
Catalog # Color Approx. 
Wire Gauge

Range of Wire Diameter  
Min.         Max.

Supplied Dia. 
Inch (mm)

Recovered Dia. 
Inch (mm)

Recovered Wall Thickness 
Inch (mm)

Qty Per 
Row

Sleeves  
Per Roll Rec. Ribbon

1.5" Sleeve Width, Single-sided Printable

* PS-094-150-WT-S White 28 to 20 0.023 (0.6) - 0.080 (2.0) 0.094 (2.4) 0.024 (0.6) .024 (0.6) ± .003 (0.07) 1 500 i75-R6602

* PS-094-150-WT White 28 to 20 0.023 (0.6) - 0.080 (2.0) 0.094 (2.4) 0.024 (0.6) .024 (0.6) ± .003 (0.07) 1 2,500 i75-R6602

* PS-125-150-WT-S White 22 to 16 0.046 (1.2) - 0.110 (2.8) 0.125 (3.2) 0.047 (1.2) .020 (0.5) ± .003 (0.07) 1 500 i75-R6602

* PS-125-150-WT White 22 to 16 0.046 (1.2) - 0.110 (2.8) 0.125 (3.2) 0.047 (1.2) .020 (0.5) ± .003 (0.07) 1 2,500 i75-R6602

* PS-187-150-WT-S White 20 to 10 0.062 (1.6) - 0.150 (3.8) 0.187 (4.7) 0.062 (1.6) .020 (0.5) ± .003 (0.07) 1 500 i75-R6602

* PS-187-150-WT White 20 to 10 0.062 (1.6) - 0.150 (3.8) 0.187 (4.7) 0.062 (1.6) .020 (0.5) ± .003 (0.07) 1 2,500 i75-R6602

* PS-250-150-WT-S White 16 to 8 0.094 (2.4) - 0.215 (5.5) 0.250 (6.4) 0.093 (2.4) .025 (0.6) ± .003 (0.07) 1 500 i75-R6602

* PS-250-150-WT White 16 to 8 0.094 (2.4) - 0.215 (5.5) 0.250 (6.4) 0.093 (2.4) .025 (0.6) ± .003 (0.07) 1 2,500 i75-R6602

* PS-375-150-WT-S White 12 to 4 0.125 (3.2) - 0.320 (8.13) 0.375 (9.5) 0.125 (3.1) .025 (0.6) ± .003 (0.07) 1 250 i75-R6602

* PS-375-150-WT White 12 to 4 0.125 (3.2) - 0.320 (8.13) 0.375 (9.5) 0.125 (3.1) .025 (0.6) ± .003 (0.07) 1 1,000 i75-R6602

* PS-500-150-WT-S White 8 to 1 0.187 (4.8) - 0.450 (11.4) 0.500 (12.7) 0.187 (4.7) .025 (0.6) ± .003 (0.07) 1 250 i75-R6602

* PS-500-150-WT White 8 to 1 0.187 (4.8) - 0.450 (11.4) 0.500 (12.7) 0.187 (4.7) .025 (0.6) ± .003 (0.07) 1 500 i75-R6602

2" Sleeve Width, Single-sided Printable

* PS-094-2-WT-S White 28 to 20 0.023 (0.6) - 0.080 (2.0) 0.094 (2.4) 0.024 (0.6) .024 (0.6) ± .003 (0.07) 1 500 i75-R6602

* PS-094-2-WT White 28 to 20 0.023 (0.6) - 0.080 (2.0) 0.094 (2.4) 0.024 (0.6) .024 (0.6) ± .003 (0.07) 1 2,500 i75-R6602

* PS-125-2-WT-S White 22 to 16 0.046 (1.2) - 0.110 (2.8) 0.125 (3.2) 0.047 (1.2) .020 (0.5) ± .003 (0.07) 1 500 i75-R6602

* PS-125-2-WT White 22 to 16 0.046 (1.2) - 0.110 (2.8) 0.125 (3.2) 0.047 (1.2) .020 (0.5) ± .003 (0.07) 1 2,500 i75-R6602

* PS-187-2-WT-S White 20 to 10 0.062 (1.6) - 0.150 (3.8) 0.187 (4.7) 0.062 (1.6) .020 (0.5) ± .003 (0.07) 1 500 i75-R6602

* PS-187-2-WT White 20 to 10 0.062 (1.6) - 0.150 (3.8) 0.187 (4.7) 0.062 (1.6) .020 (0.5) ± .003 (0.07) 1 2,500 i75-R6602

* PS-250-2-WT-S White 16 to 8 0.094 (2.4) - 0.215 (5.5) 0.250 (6.4) 0.093 (2.4) .025 (0.6) ± .003 (0.07) 1 500 i75-R6602

* PS-250-2-WT White 16 to 8 0.094 (2.4) - 0.215 (5.5) 0.250 (6.4) 0.093 (2.4) .025 (0.6) ± .003 (0.07) 1 2,500 i75-R6602

* PS-375-2-WT-S White 12 to 4 0.125 (3.2) - 0.320 (8.13) 0.375 (9.5) 0.125 (3.1) .025 (0.6) ± .003 (0.07) 1 250 i75-R6602

* PS-375-2-WT White 12 to 4 0.125 (3.2) - 0.320 (8.13) 0.375 (9.5) 0.125 (3.1) .025 (0.6) ± .003 (0.07) 1 1,000 i75-R6602

* PS-500-2-WT-S White 8 to 1 0.187 (4.8) - 0.450 (11.4) 0.500 (12.7) 0.187 (4.7) .025 (0.6) ± .003 (0.07) 1 250 i75-R6602

* PS-500-2-WT White 8 to 1 0.187 (4.8) - 0.450 (11.4) 0.500 (12.7) 0.187 (4.7) .025 (0.6) ± .003 (0.07) 1 500 i75-R6602

* PS-750-2-WT-S White 6 to 4/0 0.250 (6.6) - 0.700 (17.8) 0.750 (19.0) 0.250 (6.4) .025 (0.6) ± .003 (0.07) 1 100 i75-R6602

* PS-750-2-WT White 6 to 4/0 0.250 (6.6) - 0.700 (17.8) 0.750 (19.0) 0.250 (6.4) .025 (0.6) ± .003 (0.07) 1 250 i75-R6602

* PS-1000-2-WT-S White 2 to 0.950 dia. 0.333 (8.5) - 0.950 (24.1) 1.000 (25.4) 0.375 (9.5) .036 (0.9) ± .003 (0.07) 1 100 i75-R6602

* PS-1000-2-WT White 2 to 0.950 dia. 0.333 (8.5) - 0.950 (24.1) 1.000 (25.4) 0.375 (9.5) .036 (0.9) ± .003 (0.07) 1 250 i75-R6602

* PS-1500-2-WT-S White N/A 0.500 (12.7) - 1.400 (35.6) 1.500 (38.1) 0.500 (12.7) .036 (0.9) ± .003 (0.07) 1 100 i75-R6602

* PS-1500-2-WT White N/A 0.500 (12.7) - 1.400 (35.6) 1.500 (38.1) 0.500 (12.7) .036 (0.9) ± .003 (0.07) 1 250 i75-R6602

2" Sleeve Width, Double-sided Printable

* 3PS-094-2-WT-S White 28 to 20 0.023 (0.6) - 0.080 (2.0) 0.094 (2.4) 0.024 (0.6) .024 (0.6) ± .003 (0.07) 1 500 i75-R6602

* 3PS-094-2-WT White 28 to 20 0.023 (0.6) - 0.080 (2.0) 0.094 (2.4) 0.024 (0.6) .024 (0.6) ± .003 (0.07) 1 2,500 i75-R6602

* 3PS-125-2-WT-S White 22 to 16 0.046 (1.2) - 0.110 (2.8) 0.125 (3.2) 0.047 (1.2) .020 (0.5) ± .003 (0.07) 1 500 i75-R6602

* 3PS-125-2-WT White 22 to 16 0.046 (1.2) - 0.110 (2.8) 0.125 (3.2) 0.047 (1.2) .020 (0.5) ± .003 (0.07) 1 2,500 i75-R6602

* 3PS-187-2-WT-S White 20 to 10 0.062 (1.6) - 0.150 (3.8) 0.187 (4.7) 0.062 (1.6) .020 (0.5) ± .003 (0.07) 1 500 i75-R6602

* 3PS-187-2-WT White 20 to 10 0.062 (1.6) - 0.150 (3.8) 0.187 (4.7) 0.062 (1.6) .020 (0.5) ± .003 (0.07) 1 2,500 i75-R6602

* 3PS-250-2-WT-S White 16 to 8 0.094 (2.4) - 0.215 (5.5) 0.250 (6.4) 0.093 (2.4) .025 (0.6) ± .003 (0.07) 1 500 i75-R6602

* 3PS-250-2-WT White 16 to 8 0.094 (2.4) - 0.215 (5.5) 0.250 (6.4) 0.093 (2.4) .025 (0.6) ± .003 (0.07) 1 2,500 i75-R6602

* 3PS-375-2-WT-S White 12 to 4 0.125 (3.2) - 0.320 (8.13) 0.375 (9.5) 0.125 (3.1) .025 (0.6) ± .003 (0.07) 1 250 i75-R6602

* 3PS-375-2-WT White 12 to 4 0.125 (3.2) - 0.320 (8.13) 0.375 (9.5) 0.125 (3.1) .025 (0.6) ± .003 (0.07) 1 1,000 i75-R6602

* 3PS-500-2-WT-S White 8 to 1 0.187 (4.8) - 0.450 (11.4) 0.500 (12.7) 0.187 (4.7) .025 (0.6) ± .003 (0.07) 1 250 i75-R6602

* 3PS-500-2-WT White 8 to 1 0.187 (4.8) - 0.450 (11.4) 0.500 (12.7) 0.187 (4.7) .025 (0.6) ± .003 (0.07) 1 500 i75-R6602

* 3PS-750-2-WT-S White 6 to 4/0 0.250 (6.6) - 0.700 (17.8) 0.750 (19.0) 0.250 (6.4) .025 (0.6) ± .003 (0.07) 1 100 i75-R6602

* 3PS-750-2-WT White 6 to 4/0 0.250 (6.6) - 0.700 (17.8) 0.750 (19.0) 0.250 (6.4) .025 (0.6) ± .003 (0.07) 1 250 i75-R6602

* 3PS-1000-2-WT-S White 2 to 0.950 dia. 0.333 (8.5) - 0.950 (24.1) 1.000 (25.4) 0.375 (9.5) .036 (0.9) ± .003 (0.07) 1 100 i75-R6602

* 3PS-1000-2-WT White 2 to 0.950 dia 0.333 (8.5) - 0.950 (24.1) 1.000 (25.4) 0.375 (9.5) .036 (0.9) ± .003 (0.07) 1 250 i75-R6602

* 3PS-1500-2-WT-S White N/A 0.500 (12.7) - 1.400 (35.6) 1.500 (38.1) 0.500 (12.7) .036 (0.9) ± .003 (0.07) 1 100 i75-R6602

* 3PS-1500-2-WT White N/A 0.500 (12.7) - 1.400 (35.6) 1.500 (38.1) 0.500 (12.7) .036 (0.9) ± .003 (0.07) 1 250 i75-R6602
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B-342 PermaSleeve® PS  
Polyolefin Wire Marking 
Sleeves
B-342 PermaSleeve PS Polyolefin Wire Marking Sleeves are 
a 3:1 heat-shrinkable wire marking sleeve that fits snugly 
around wires for identification and protection. 

These fade-resistant and flame-retardant sleeves have an 
operating temperature of -67°F to 275°F (-55°C to 135°C). 

Meets Specifications:

•	SAE-AS-23053/5

•	SAE-AS-81531

•	RoHS compliant 

•	UL recognized 

Create Your 
B-342 PermaSleeve:
Use these steps to create a sleeve  
specific to your needs.

Example catalog number:

Product Diameter Width Color Roll 
Qty

Pieces
3PS - 187 - 2 - WT - S - 4

Optional

STEP 5: 
Roll Qty. 
(optional)

For standard quantity, leave blank. For small quantity, enter “S”.
If sleeve diameter is 094–25 Standard = 2,500       Small (S) = 500
If sleeve diameter is 375 Standard = 1,000       Small (S) = 250
If sleeve diameter is 500 Standard = 500         Small (S) = 250
If sleeve diameter is 750–1500 Standard = 250       Small (S) = 100

STEP 3:   
Sleeve Width

150 = 1-1⁄2” sleeve width
2 = 2” sleeve width

STEP 2:  
Diameter

094 = 3/32” 0.023" - 0.080" dia. 28 to 20 gauge
125 = 1/8” 0.046" - 0.110" dia. 22 to 16 gauge
187 = 3/16” 0.062" - 0.150" dia. 20 to 10 gauge
250 = 1/4” 0.094" - 0.215" dia. 16 to 8 gauge
375 = 3/8” 0.125" - 0.320" dia. 12 to 4 gauge
500 = 1/2” 0.187" - 0.450" dia. 8 to 1 gauge
750 = 3/4” 0.250" - 0.700" dia. 6 to 4/0 gauge
1000 = 1” 0.333" - 0.950" dia. 2 to 0.950” dia.
1500 = 1-1/2” 0.500" - 1.400" dia. n/a

STEP 1:  
Product Type

PS = Single Sided Printing

3PS = Double Sided Printing

STEP 6: 
Pieces Per 

Sleeve 
(optional)

1 marker per sleeve is standard,  
if desired, the sleeve can be split into multiple pieces.
2 = Sleeve is slit to create 2 pieces
3 = Sleeve is slit to create 3 pieces
4 = Sleeve is slit to create 4 pieces

B = Supplied Dia.
(Sleeve is slit into 2 pieces.)

A = Label Width

Example: “3” slit

STEP 4:   
Color

Standard Colors Special Order Colors al Order Colors
WT = White BL = Blue OR = Orange PK = Pink 
YL = Yellow GR = Green GY = Gray RD = Red 

BL = Black BR = Brown VT = Violet

Create your own:

Product Diameter Width Color Roll 
Qty

Pieces
       -       -     -      -      -     

Optional

Ribbon Ink Series
i75-R4300 Series
i75-R6600 Series
i75-R4400WT Series*
i75-R4500SV Series*

*For Black Sleeves Only

Tested per:

•	ASTM E162

•	ASTM E662

•	MIL-STD-202



Catalog # Color Approx. 
Wire Gauge

Range of Wire Diameter  
Min.         Max.

Supplied Dia. 
Inch (mm)

Recovered Dia. 
Inch (mm)

Recovered Wall Thickness 
Inch (mm)

Qty Per 
Row

Sleeves  
Per Roll Rec. Ribbon

3:1 Ratio, 2" Sleeve Width, Double-sided Printable

* 3FR-094-2-WT-S White 28 to 20 0.023 (0.6) - 0.080 (2.0) 0.094" (2.4) 0.031" (0.79) .020" (0.508) +/- .003" (0.076) 1 500 i75-R6602

* 3FR-094-2-WT White 28 to 20 0.023 (0.6) - 0.080 (2.0) 0.094" (2.4) 0.031" (0.79) .020" (0.508) +/- .003" (0.076) 1 2,500 i75-R6602

* 3FR-125-2-WT-S White 22 to 16 0.042 (1.1) - 0.110 (2.8) 0.125 (3.2) 0.042" (1.07) .020" (0.508) +/- .003" (0.076) 1 500 i75-R6602

* 3FR-125-2-WT White 22 to 16 0.042 (1.1) - 0.110 (2.8) 0.125 (3.2) 0.042" (1.07) .020" (0.508) +/- .003" (0.076) 1 2,500 i75-R6602

* 3FR-187-2-WT-S White 20 to 10 0.062 (1.6) - 0.150 (3.8) 0.187" (4.7) 0.062" (1.57) .023" (0.584) +/- .003" (0.076) 1 500 i75-R6602

* 3FR-187-2-WT White 20 to 10 0.062 (1.6) - 0.150 (3.8) 0.187" (4.7) 0.062" (1.57) .023" (0.584) +/- .003" (0.076) 1 2,500 i75-R6602

* 3FR-250-2-WT-S White 16 to 8 0.083 (2.1) - 0.215 (5.5) 0.250" (6.4) 0.083" (2.11) .023" (0.584) +/- .003" (0.076) 1 500 i75-R6602

* 3FR-250-2-WT White 16 to 8 0.083 (2.1) - 0.215 (5.5) 0.250" (6.4) 0.083" (2.11) .023" (0.584) +/- .003" (0.076) 1 2,500 i75-R6602

* 3FR-375-2-WT-S White 12 to 4 0.125 (3.2) - 0.320 (8.13) 0.375" (9.5) 0.125" (3.18) .024" (0.610) +/- .003" (0.076) 1 250 i75-R6602

* 3FR-375-2-WT White 12 to 4 0.125 (3.2) - 0.320 (8.13) 0.375" (9.5) 0.125" (3.18) .024" (0.610) +/- .003" (0.076) 1 1,000 i75-R6602

* 3FR-500-2-WT-S White 8 to 1 0.166 (4.2) - 0.450 (11.4) 0.500" (12.7) 0.166" (4.22) .024" (0.610) +/- .003" (0.076) 1 250 i75-R6602

* 3FR-500-2-WT White 8 to 1 0.166 (4.2) - 0.450 (11.4) 0.500" (12.7) 0.166" (4.22) .024" (0.610) +/- .003" (0.076) 1 500 i75-R6602

* 3FR-750-2-WT-S White 6 to 4/0 0.250 (6.6) - 0.700 (17.8) 0.750" (19.0) 0.250" (6.35) .024" (0.610) +/- .003" (0.076) 100 i75-R6602

* 3FR-750-2-WT White 6 to 4/0 0.250 (6.6) - 0.700 (17.8) 0.750" (19.0) 0.250" (6.35) .024" (0.610) +/- .003" (0.076) 250 i75-R6602

* 3FR-1000-2-WT-S White 2 to 0.950 dia 0.333 (8.45) - 0.950 (24.13) 1.000" (25.4) 0.333" (8.46) .025" (0.635) +/- .003" (0.076) 100 i75-R6602

* 3FR-1000-2-WT White 2 to 0.950 dia 0.333 (8.45) - 0.950 (24.13) 1.000" (25.4) 0.333" (8.46) .025" (0.635) +/- .003" (0.076) 250 i75-R6600

2:1 Ratio, 2" Sleeve Width, Double-sided Printable

* 2FR-1500-2-WT-S White N/A 0.75 (19.05) - 1.450 (36.84) 1.500 (38.1) 0.75 (19.1) .035” (0.889) +/- .003” (0.076) 1 100 i75-R6602

* 2FR-1500-2-WT White N/A 0.75 (19.05) - 1.450 (36.84) 1.500 (38.1) 0.75 (19.1) .035” (0.889) +/- .003” (0.076) 1 250 i75-R6602

62 63BradyID.com/i7500

B-344 PermaSleeve® FR  
Fluid Resistant Wire Marking Sleeves
B-344 PermaSleeve Fluid Resistant Wire Marking Sleeves are a  
3:1 heat-shrinkable wire marking sleeve that fits snugly around wires 
for identification and protection, and offers greater resistance to harsh 
chemicals such as fuels, lubricants and cleaning solvents.

Meets specifications: 

•	SAE-AS-23053/6 (Class 1)

•	SAE-AS-81531

Tested per:

•	ASTM E162

•	ASTM E662

•	MIL-STD-202G  

STEP 5: 
Roll Qty. 
(optional)

For standard quantity, leave blank. For small quantity, enter “S”.
If sleeve diameter is 094–250 Standard = 2,500       Small (S) = 500
If sleeve diameter is 375 Standard = 1,000       Small (S) = 250
If sleeve diameter is 500 Standard = 500         Small (S) = 250
If sleeve diameter is 750–1500 Standard = 250       Small (S) = 100

STEP 3:   
Sleeve Width

2 = 2” sleeve width

STEP 2:  
Diamenter

094 = 3/32” 0.023" - 0.080" dia. 28 to 20 gauge
125 = 1/8” 0.046" - 0.110" dia. 22 to 16 gauge
187 = 3/16” 0.062" - 0.150" dia. 20 to 10 gauge
250 = 1/4” 0.094" - 0.215" dia. 16 to 8 gauge
375 = 3/8” 0.125" - 0.320" dia. 12 to 4 gauge
500 = 1/2” 0.187" - 0.450" dia. 8 to 1 gauge
750 = 3/4” 0.250" - 0.700" dia. 6 to 4/0 gauge
1000 = 1” 0.333" - 0.950" dia. 2 to 0.950” dia.
1500 = 1-1/2” 0.750" - 1.400" dia. n/a

STEP 1:  
Product Type

3FR = Double-sided 3:1 shrink ratio for 094–1000 dia. only

2FR = Double-sided 2:1 shrink ratio for 1500 dia. only

STEP 6: 
Pieces Per 

Sleeve 
(optional)

1 marker per sleeve is standard,  
if desired, the sleeve can be split into multiple pieces.
2 = Sleeve is slit to create 2 pieces

B = Supplied Dia.
(Sleeve is slit into 2 pieces.)

A = Label Width
Figure 21 - slit into 2Example: “2” slit

STEP 4:   
Color

Standard Colors Special Order Colors al Order Colors
WT = White BL = Blue OR = Orange PK = Pink 
YL = Yellow GR = Green GY = Gray RD = Red 

BL = Black BR = Brown VT = Violet

Create Your 
B-344 PermaSleeve:
Use these steps to create a sleeve  
specific to your needs.

Example catalog number:

Product Diameter Width Color Roll 
Qty

Pieces
3FR - 187 - 2 - WT - S - 4

Optional

Create your own:

Product Diameter Width Color Roll 
Qty

Pieces

Optional

       -       -     -      -      -     

Ribbon Ink Series
i75-R6600 Series
i75-R6700WT Series*

*For Black Sleeves Only

Temp Range:

•	-67°F to 275°F (-55°C to 135°C)

Shrink Ratio:

•	3:1 for 1” dia only

•	2:1 for 1-1/5” dia. only

*



Catalog # Color Approx. 
Wire Gauge

Range of Wire Diameter  
Min.         Max.

Supplied 
Dia. 
Inch (mm)

Recovered 
Dia. 
Inch (mm)

Recovered Wall 
Thickness 
Inch (mm)

Qty Per 
Row

Sleeves  
Per Roll Rec. Ribbon

1.5" Sleeve Width, Single-sided Printable
LSZH-094-150-WT White 24 to 20 0.047 (1.2) - 0.080 (2.0) 0.094 (2.4) 0.047 (1.2) .021 (0.5) ± .004 (0.1) 1 2,500 i75-R6002
LSZH-094-150-WT-S White 24 to 20 0.047 (1.2) - 0.080 (2.0) 0.094 (2.4) 0.047 (1.2) .021 (0.5) ± .004 (0.1) 1 500 i75-R6002
LSZH-125-150-WT White 20 to 16 0.062 (1.6) - 0.110 (2.8) 0.125 (3.2) 0.063 (1.6) .025 (0.6) ± .003 (0.07) 1 2,500 i75-R6002
LSZH-125-150-WT-S White 20 to 16 0.062 (1.6) - 0.110 (2.8) 0.125 (3.2) 0.063 (1.6) .025 (0.6) ± .003 (0.07) 1 500 i75-R6002
LSZH-187-150-WT-M White 16 to 10 0.094 (2.4) - 0.151 (3.8) 0.187 (4.8) 0.094 (2.4) .025 (0.6) ± .003 (0.07) 1 2,500 i75-R6002
LSZH-187-150-WT-S White 16 to 10 0.094 (2.4) - 0.151 (3.8) 0.187 (4.8) 0.094 (2.4) .025 (0.6) ± .003 (0.07) 1 500 i75-R6002
LSZH-250-150-WT-M White 12 to 8 0.125 (3.2) - 0.215 (5.5) 0.250 (6.4) 0.126 (3.2) .029 (0.7) ± .003 (0.07) 1 1,000 i75-R6002
LSZH-250-150-WT-S White 12 to 8 0.125 (3.2) - 0.215 (5.5) 0.250 (6.4) 0.126 (3.2) .029 (0.7) ± .003 (0.07) 1 250 i75-R6002
LSZH-375-150-WT White 8 to 4 0.188 (4.8) - 0.320 (8.1) 0.375 (9.5) 0.189 (4.8) .028 (0.7) ± .002 (0.05) 1 1,000 i75-R6002
LSZH-375-150-WT-S White 8 to 4 0.188 (4.8) - 0.320 (8.1) 0.375 (9.5) 0.189 (4.8) .028 (0.7) ± .002 (0.05) 1 250 i75-R6002
LSZH-500-150-WT White 6 to 1 0.250 (6.4) - 0.450 (11.4) 0.500 (12.7) 0.252 (6.4) .028 (0.7) ± .002 (0.05) 1 500 i75-R6002
LSZH-500-150-WT-S White 6 to 1 0.250 (6.4) - 0.450 (11.4) 0.500 (12.7) 0.252 (6.4) .028 (0.7) ± .002 (0.05) 1 250 i75-R6002
LSZH-750-150-WT White 2 to 4/0 0.375 (9.5) - 0.700 (17.8) 0.750 (19.0) 0.375 (9.5) .031 (0.8) ± .003 (0.07) 1 250 i75-R6002
LSZH-750-150-WT-S White 2 to 4/0 0.375 (9.5) - 0.700 (17.8) 0.750 (19.0) 0.375 (9.5) .031 (0.8) ± .003 (0.07) 1 100 i75-R6002
LSZH-1000-150-WT White 2/0 to 0.950" dia. 0.450 (11.4) - 0.950 (24.1) 1.000 (25.4) 0.500 (12.7) .036 (0.9) ± .003 (0.07) 1 250 i75-R6002
LSZH-1000-150-WT-S White 2/0 to 0.950" dia. 0.450 (11.4) - 0.950 (24.1) 1.000 (25.4) 0.500 (12.7) .036 (0.9) ± .003 (0.07) 1 100 i75-R6002
LSZH-1500-150-WT White N/A 0.750 (19.0) - 1.400 (35.6) 1.500 (38.1) 0.752 (19.1) .038 (1.0) ± .003 (0.07) 1 250 i75-R6002
LSZH-1500-150-WT-S White N/A 0.750 (19.0) - 1.400 (35.6) 1.500 (38.1) 0.752 (19.1) .038 (1.0) ± .003 (0.07) 1 100 i75-R6002
LSZH-2000-150-WT White N/A 1.000 (25.4) - 1.900 (48.3) 2.000 (50.8) 1.000 (25.4) .038 (1.0) ± .003 (0.07) 1 100 i75-R6002
LSZH-2000-150-WT-S White N/A 1.000 (25.4) - 1.900 (48.3) 2.000 (50.8) 1.000 (25.4) .038 (1.0) ± .003 (0.07) 1 50 i75-R6002
2" Sleeve Width, Single-sided Printable
LSZH-094-2-WT-S White 24 to 20 0.047 (1.2) - 0.080 (2.0) 0.094 (2.4) 0.047 (1.2) .021 (0.5) ± .004 (0.1) 1 500 i75-R6002
LSZH-094-2-WT White 24 to 20 0.047 (1.2) - 0.080 (2.0) 0.094 (2.4) 0.047 (1.2) .021 (0.5) ± .004 (0.1) 1 2,500 i75-R6002
LSZH-125-2-WT-S White 20 to 16 0.062 (1.6) - 0.110 (2.8) 0.125 (3.2) 0.063 (1.6) .025 (0.6) ± .003 (0.07) 1 500 i75-R6002
LSZH-125-2-WT White 20 to 16 0.062 (1.6) - 0.110 (2.8) 0.125 (3.2) 0.063 (1.6) .025 (0.6) ± .003 (0.07) 1 2,500 i75-R6002
LSZH-187-2-WT-S White 16 to 10 0.094 (2.4) - 0.151 (3.8) 0.187 (4.8) 0.094 (2.4) .025 (0.6) ± .003 (0.07) 1 500 i75-R6002
LSZH-187-2-WT-M White 16 to 10 0.094 (2.4) - 0.151 (3.8) 0.187 (4.8) 0.094 (2.4) .025 (0.6) ± .003 (0.07) 1 2,500 i75-R6002
LSZH-250-2-WT-S White 12 to 8 0.125 (3.2) - 0.215 (5.5) 0.250 (6.4) 0.126 (3.2) .029 (0.7) ± .003 (0.07) 1 250 i75-R6002
LSZH-250-2-WT-M White 12 to 8 0.125 (3.2) - 0.215 (5.5) 0.250 (6.4) 0.126 (3.2) .029 (0.7) ± .003 (0.07) 1 1,000 i75-R6002
LSZH-375-2-WT-S White 8 to 4 0.188 (4.8) - 0.320 (8.1) 0.375 (9.5) 0.189 (4.8) .028 (0.7) ± .002 (0.05) 1 250 i75-R6002
LSZH-375-2-WT White 8 to 4 0.188 (4.8) - 0.320 (8.1) 0.375 (9.5) 0.189 (4.8) .028 (0.7) ± .002 (0.05) 1 1,000 i75-R6002
LSZH-500-2-WT-S White 6 to 1 0.250 (6.4) - 0.450 (11.4) 0.500 (12.7) 0.252 (6.4) .028 (0.7) ± .002 (0.05) 1 250 i75-R6002
LSZH-500-2-WT White 6 to 1 0.250 (6.4) - 0.450 (11.4) 0.500 (12.7) 0.252 (6.4) .028 (0.7) ± .002 (0.05) 1 500 i75-R6002
LSZH-750-2-WT-S White 2 to 4/0 0.375 (9.5) - 0.700 (17.8) 0.750 (19.0) 0.375 (9.5) .031 (0.8) ± .003 (0.07) 1 100 i75-R6002
LSZH-750-2-WT White 2 to 4/0 0.375 (9.5) - 0.700 (17.8) 0.750 (19.0) 0.375 (9.5) .031 (0.8) ± .003 (0.07) 1 250 i75-R6002
LSZH-1000-2-WT-S White 2/0 to 0.950" dia. 0.450 (11.4) - 0.950 (24.1) 1.000 (25.4) 0.500 (12.7) .036 (0.9) ± .003 (0.07) 1 100 i75-R6002
LSZH-1000-2-WT White 2/0 to 0.950" dia. 0.450 (11.4) - 0.950 (24.1) 1.000 (25.4) 0.500 (12.7) .036 (0.9) ± .003 (0.07) 1 250 i75-R6002
LSZH-1500-2-WT White N/A 0.750 (19.0) - 1.400 (35.6) 1.500 (38.1) 0.752 (19.1) .038 (1.0) ± .003 (0.07) 1 250 i75-R6002
LSZH-2000-2-WT-S White N/A 1.000 (25.4) - 1.900 (48.3) 2.000 (50.8) 1.000 (25.4) .038 (1.0) ± .003 (0.07) 1 50 i75-R6002
LSZH-2000-2-WT White N/A 1.000 (25.4) - 1.900 (48.3) 2.000 (50.8) 1.000 (25.4) .038 (1.0) ± .003 (0.07) 1 100 i75-R6002
2" Sleeve Width, Double-sided Printable
2LSZH-094-2-WT White 24 to 20 0.047 (1.2) - 0.080 (2.0) 0.094 (2.4) 0.047 (1.2) .021 (0.5) ± .004 (0.1) 1 2,500 i75-R6002
2LSZH-094-2-WT-S White 24 to 20 0.047 (1.2) - 0.080 (2.0) 0.094 (2.4) 0.047 (1.2) .021 (0.5) ± .004 (0.1) 1 500 i75-R6002
2LSZH-125-2-WT White 20 to 16 0.062 (1.6) - 0.110 (2.8) 0.125 (3.2) 0.063 (1.6) .025 (0.6) ± .003 (0.07) 1 2,500 i75-R6002
2LSZH-125-2-WT-S White 20 to 16 0.062 (1.6) - 0.110 (2.8) 0.125 (3.2) 0.063 (1.6) .025 (0.6) ± .003 (0.07) 1 500 i75-R6002
2LSZH-187-2-WT-M White 16 to 10 0.094 (2.4) - 0.151 (3.8) 0.187 (4.8) 0.094 (2.4) .025 (0.6) ± .003 (0.07) 1 2,500 i75-R6002
2LSZH-187-2-WT-S White 16 to 10 0.094 (2.4) - 0.151 (3.8) 0.187 (4.8) 0.094 (2.4) .025 (0.6) ± .003 (0.07) 1 500 i75-R6002
2LSZH-250-2-WT-M White 12 to 8 0.125 (3.2) - 0.215 (5.5) 0.250 (6.4) 0.126 (3.2) .029 (0.7) ± .003 (0.07) 1 1,000 i75-R6002
2LSZH-250-2-WT-S White 12 to 8 0.125 (3.2) - 0.215 (5.5) 0.250 (6.4) 0.126 (3.2) .029 (0.7) ± .003 (0.07) 1 250 i75-R6002
2LSZH-375-2-WT White 8 to 4 0.188 (4.8) - 0.320 (8.1) 0.375 (9.5) 0.189 (4.8) .028 (0.7) ± .002 (0.05) 1 1,000 i75-R6002
2LSZH-375-2-WT-S White 8 to 4 0.188 (4.8) - 0.320 (8.1) 0.375 (9.5) 0.189 (4.8) .028 (0.7) ± .002 (0.05) 1 250 i75-R6002
2LSZH-500-2-WT White 6 to 1 0.250 (6.4) - 0.450 (11.4) 0.500 (12.7) 0.252 (6.4) .028 (0.7) ± .002 (0.05) 1 500 i75-R6002
2LSZH-500-2-WT-S White 6 to 1 0.250 (6.4) - 0.450 (11.4) 0.500 (12.7) 0.252 (6.4) .028 (0.7) ± .002 (0.05) 1 250 i75-R6002
2LSZH-750-2-WT White 2 to 4/0 0.375 (9.5) - 0.700 (17.8) 0.750 (19.0) 0.375 (9.5) .031 (0.8) ± .003 (0.07) 1 250 i75-R6002
2LSZH-750-2-WT-S White 2 to 4/0 0.375 (9.5) - 0.700 (17.8) 0.750 (19.0) 0.375 (9.5) .031 (0.8) ± .003 (0.07) 1 100 i75-R6002
2LSZH-1000-2-WT White 2/0 to 0.950" dia. 0.450 (11.4) - 0.950 (24.1) 1.000 (25.4) 0.500 (12.7) .036 (0.9) ± .003 (0.07) 1 250 i75-R6002
2LSZH-1000-2-WT-S White 2/0 to 0.950" dia. 0.450 (11.4) - 0.950 (24.1) 1.000 (25.4) 0.500 (12.7) .036 (0.9) ± .003 (0.07) 1 100 i75-R6002
2LSZH-1500-2-WT White N/A 0.750 (19.0) - 1.400 (35.6) 1.500 (38.1) 0.752 (19.1) .038 (1.0) ± .003 (0.07) 1 250 i75-R6002
2LSZH-2000-2-WT White N/A 1.000 (25.4) - 1.900 (48.3) 2.000 (50.8) 1.000 (25.4) .038 (1.0) ± .003 (0.07) 1 100 i75-R6002
2LSZH-2000-2-WT-S White N/A 1.000 (25.4) - 1.900 (48.3) 2.000 (50.8) 1.000 (25.4) .038 (1.0) ± .003 (0.07) 1 50 i75-R6002
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STEP 5: 
Roll Size 
(optional)

For standard quantity, leave blank. For small quantity, enter “S”.
If sleeve diameter is 094–187 Standard = 2,500       Small (S) = 500
If sleeve diameter is 250-375 Standard = 1,000       Small (S) = 250
If sleeve diameter is 500 Standard = 500         Small (S) = 250
If sleeve diameter is 750–1500 Standard = 250       Small (S) = 100
If sleeve diameter is 2000 Standard = 100       Small (S) = 50

STEP 4:   
Color

Standard Colors Special Order Colors al Order Colors
WT = White BL = Blue OR = Orange RD = Red 
YL = Yellow GR = Green GY = Gray VT = Violet

STEP 3:   
Sleeve Width

150 = 1-1⁄2” sleeve width
2 = 2” sleeve width
3 = 3” sleeve width (only available in 1000, 1500 and 2000 dia. parts)

STEP 2:  
Diameter

094 = 3/32” 0.047” - 0.080” dia. 24 to 20 gauge
125 = 1/8” 0.062” - 0.110” dia. 20 to 16 gauge
187 = 3/16” 0.094” - 0.151” dia. 16 to 10 gauge
250 = 1/4” 0.125” - 0.215” dia. 12 to 8 gauge
375 = 3/8” 0.188” - 0.320” dia. 8 to 4 gauge
500 = 1/2” 0.250” - 0.450” dia. 6 to 1 gauge
750 = 3/4” 0.375” - 0.700” dia. 2 to 4/0 gauge
1000 = 1” 0.450” - 0.950” dia. 2/0 to 0.950” dia.
1500 = 1-1/2” 0.750” - 1.400” dia. n/a
2000 = 2” 1.000” - 1.900” dia. n/a

STEP 1:  
Product Type

LSZH = Single Sided Printing

2LSZH = Double Sided Printing

STEP 6: 
Pieces Per 

Sleeve 
(optional)

1 marker per sleeve is standard,  
if desired, the sleeve can be split into multiple pieces.
2 = Sleeve is slit to create 2 pieces
3 = Sleeve is slit to create 3 pieces
4 = Sleeve is slit to create 4 pieces

B = Supplied Dia.
(Sleeve is slit into 2 pieces.)

A = Label Width

Example: “3” slit

Create Your 
B-7641 PermaSleeve:
Use these steps to create a sleeve  
specific to your needs.

Example catalog number:

Product Diameter Width Color Roll 
Qty

Pieces
LSZH - 187 - 2 - WT - S - 4

Optional

Create your own:

Product Diameter Width Color Roll 
Qty

Pieces
       -       -     -      -       -     

Optional

Ribbon Ink Series
i75-R4300 Series
i75-R6000 Series
i75-R6600 Series
i75-R6700WT Series*

*For Black Sleeves Only

B-7641 PermaSleeve® LSZH  
Low Smoke Zero Halogen  
Polyolefin Wire Marking Sleeves
B-7641 PermaSleeve LSZH polyolefin wire marking sleeves are  
2:1 heat-shrinkable, low smoke and zero halogen. These wire 
marking sleeves offer outstanding fire safety properties and 
minimal smoke emission.

These low smoke zero halogen materials have an operating 
temperature of -22°F to 221°F (-30°C to 105°C).

Meets specifications: 

•	SAE-AS-81531

•	EN45545-2

•	RoHS compliant

Tested per:

•	ASTM E162

•	ASTM E662

•	MIL-STD-202



Catalog # Color Approx. 
Wire Gauge

Range of Wire Diameter  
Min.         Max.

Supplied Dia. 
Inch (mm)

Recovered Dia. 
Inch (mm)

Recovered Wall Thickness 
Inch (mm)

Qty Per 
Row

Sleeves  
Per Roll Rec. Ribbon

1.5" Sleeve Width, Single-sided Printable

HX-094-150-WT-S White 24 to 20 0.047 (1.2) - 0.080 (2.0) 0.094 (2.4) 0.047 (1.2) 0.020 (0.5) ± 0.003 (0.07) 1 500 i75-R6402

HX-094-150-WT White 24 to 20 0.047 (1.2) - 0.080 (2.0) 0.094 (2.4) 0.047 (1.2) 0.020 (0.5) ± 0.003 (0.07) 1 2,500 i75-R6402

HX-125-150-WT-S White 20 to 16 0.062 (1.6) - 0.110 (2.8) 0.125 (3.2) 0.063 (1.6) 0.020 (0.5) ± 0.003 (0.07) 1 500 i75-R6402

HX-125-150-WT White 20 to 16 0.062 (1.6) - 0.110 (2.8) 0.125 (3.2) 0.063 (1.6) 0.020 (0.5) ± 0.003 (0.07) 1 2,500 i75-R6402

HX-187-150-WT-S White 16 to 10 0.094 (2.4) - 0.151 (3.8) 0.187 (4.8) 0.094 (2.4) 0.020 (0.5) ± 0.003 (0.07) 1 500 i75-R6402

HX-187-150-WT White 16 to 10 0.094 (2.4) - 0.151 (3.8) 0.187 (4.8) 0.094 (2.4) 0.020 (0.5) ± 0.003 (0.07) 1 2,500 i75-R6402

HX-250-150-WT-S White 12 to 8 0.125 (3.2) - 0.215 (5.5) 0.250 (6.4) 0.126 (3.2) 0.025 (0.6) ± 0.003 (0.07) 1 250 i75-R6402

HX-250-150-WT White 12 to 8 0.125 (3.2) - 0.215 (5.5) 0.250 (6.4) 0.126 (3.2) 0.025 (0.6) ± 0.003 (0.07) 1 1,000 i75-R6402

HX-375-150-WT-S White 8 to 4 0.188 (4.8) - 0.320 (8.1) 0.375 (9.5) 0.189 (4.8) 0.025 (0.6) ± 0.003 (0.07) 1 250 i75-R6402

HX-375-150-WT White 8 to 4 0.188 (4.8) - 0.320 (8.1) 0.375 (9.5) 0.189 (4.8) 0.025 (0.6) ± 0.003 (0.07) 1 1,000 i75-R6402

HX-500-150-WT-S White 6 to 1 0.250 (6.4) - 0.450 (11.4) 0.500 (12.7) 0.252 (6.4) 0.025 (0.6) ± 0.003 (0.07) 1 250 i75-R6402

HX-500-150-WT White 6 to 1 0.250 (6.4) - 0.450 (11.4) 0.500 (12.7) 0.252 (6.4) 0.025 (0.6) ± 0.003 (0.07) 1 500 i75-R6402

HX-750-150-WT-S White 2 to 4/0 0.375 (9.5) - 0.700 (17.8) 0.750 (19.0) 0.374 (9.5) 0.030 (0.8) ± 0.003 (0.07) 1 100 i75-R6402

HX-750-150-WT White 2 to 4/0 0.375 (9.5) - 0.700 (17.8) 0.750 (19.0) 0.374 (9.5) 0.030 (0.8) ± 0.003 (0.07) 1 250 i75-R6402

HX-1000-150-WT-S White 2/0 to 0.950" dia. 0.450 (11.4) - 0.950 (24.1) 1.000 (25.4) 0.500 (12.7) 0.035 (0.9) ± 0.005 (0.1) 1 100 i75-R6402

HX-1000-150-WT White 2/0 to 0.950" dia. 0.450 (11.4) - 0.950 (24.1) 1.000 (25.4) 0.500 (12.7) 0.035 (0.9) ± 0.005 (0.1) 1 250 i75-R6402

HX-1500-150-WT-S White N/A 0.750 (19.0) - 1.400 (35.6) 1.500 (38.1) 0.752 (19.1) 0.040 (1.0) ± 0.006 (0.2) 1 100 i75-R6402

HX-1500-150-WT White N/A 0.750 (19.0) - 1.400 (35.6) 1.500 (38.1) 0.752 (19.1) 0.040 (1.0) ± 0.006 (0.2) 1 250 i75-R6402

HX-2000-150-WT-S White N/A 1.000 (25.4) - 1.900 (48.3) 2.000 (50.8) 1.000 (25.4) 0.045 (1.1) ± 0.007 (0.2) 1 50 i75-R6402

HX-2000-150-WT White N/A 1.000 (25.4) - 1.900 (48.3) 2.000 (50.8) 1.000 (25.4) 0.045 (1.1) ± 0.007 (0.2) 1 100 i75-R6402

2" Sleeve Width, Single-sided Printable

HX-094-2-WT-S White 24 to 20 0.047 (1.2) - 0.080 (2.0) 0.094 (2.4) 0.047 (1.2) 0.020 (0.5) ± 0.003 (0.07) 1 500 i75-R6402

HX-094-2-WT White 24 to 20 0.047 (1.2) - 0.080 (2.0) 0.094 (2.4) 0.047 (1.2) 0.020 (0.5) ± 0.003 (0.07) 1 2,500 i75-R6402

HX-125-2-WT-S White 20 to 16 0.062 (1.6) - 0.110 (2.8) 0.125 (3.2) 0.063 (1.6) 0.020 (0.5) ± 0.003 (0.07) 1 500 i75-R6402

HX-125-2-WT White 20 to 16 0.062 (1.6) - 0.110 (2.8) 0.125 (3.2) 0.063 (1.6) 0.020 (0.5) ± 0.003 (0.07) 1 2,500 i75-R6402

HX-187-2-WT-S White 16 to 10 0.094 (2.4) - 0.151 (3.8) 0.187 (4.8) 0.094 (2.4) 0.020 (0.5) ± 0.003 (0.07) 1 500 i75-R6402

HX-187-2-WT White 16 to 10 0.094 (2.4) - 0.151 (3.8) 0.187 (4.8) 0.094 (2.4) 0.020 (0.5) ± 0.003 (0.07) 1 2,500 i75-R6402

HX-250-2-WT-S White 12 to 8 0.125 (3.2) - 0.215 (5.5) 0.250 (6.4) 0.126 (3.2) 0.025 (0.6) ± 0.003 (0.07) 1 250 i75-R6402

HX-250-2-WT White 12 to 8 0.125 (3.2) - 0.215 (5.5) 0.250 (6.4) 0.126 (3.2) 0.025 (0.6) ± 0.003 (0.07) 1 1,000 i75-R6402

HX-375-2-WT-S White 8 to 4 0.188 (4.8) - 0.320 (8.1) 0.375 (9.5) 0.189 (4.8) 0.025 (0.6) ± 0.003 (0.07) 1 250 i75-R6402

HX-375-2-WT White 8 to 4 0.188 (4.8) - 0.320 (8.1) 0.375 (9.5) 0.189 (4.8) 0.025 (0.6) ± 0.003 (0.07) 1 1,000 i75-R6402

HX-500-2-WT-S White 6 to 1 0.250 (6.4) - 0.450 (11.4) 0.500 (12.7) 0.252 (6.4) 0.025 (0.6) ± 0.003 (0.07) 1 250 i75-R6402

HX-500-2-WT White 6 to 1 0.250 (6.4) - 0.450 (11.4) 0.500 (12.7) 0.252 (6.4) 0.025 (0.6) ± 0.003 (0.07) 1 500 i75-R6402

HX-750-2-WT-S White 2 to 4/0 0.375 (9.5) - 0.700 (17.8) 0.750 (19.0) 0.374 (9.5) 0.030 (0.8) ± 0.003 (0.07) 1 100 i75-R6402

HX-750-2-WT White 2 to 4/0 0.375 (9.5) - 0.700 (17.8) 0.750 (19.0) 0.374 (9.5) 0.030 (0.8) ± 0.003 (0.07) 1 250 i75-R6402

HX-1000-2-WT-S White 2/0 to 0.950" dia. 0.450 (11.4) - 0.950 (24.1) 1.000 (25.4) 0.500 (12.7) 0.035 (0.9) ± 0.005 (0.1) 1 100 i75-R6402

HX-1000-2-WT White 2/0 to 0.950" dia. 0.450 (11.4) - 0.950 (24.1) 1.000 (25.4) 0.500 (12.7) 0.035 (0.9) ± 0.005 (0.1) 1 250 i75-R6402

HX-1500-2-WT-S White N/A 0.750 (19.0) - 1.400 (35.6) 1.500 (38.1) 0.752 (19.1) 0.040 (1.0) ± 0.006 (0.2) 1 100 i75-R6402

HX-1500-2-WT White N/A 0.750 (19.0) - 1.400 (35.6) 1.500 (38.1) 0.752 (19.1) 0.040 (1.0) ± 0.006 (0.2) 1 250 i75-R6402

HX-2000-2-WT-S White N/A 1.000 (25.4) - 1.900 (48.3) 2.000 (50.8) 1.000 (25.4) 0.045 (1.1) ± 0.007 (0.2) 1 50 i75-R6402

HX-2000-2-WT White N/A 1.000 (25.4) - 1.900 (48.3) 2.000 (50.8) 1.000 (25.4) 0.045 (1.1) ± 0.007 (0.2) 1 100 i75-R6402

3" Sleeve Width, Single-sided Printable

HX-1000-3-WT White 2/0 to 0.950" dia. 0.450 (11.4) - 0.950 (24.1) 1.000 (25.4) 0.500 (12.7) 0.035 (0.9) ± 0.005 (0.1) 1 250 i75-R6402

HX-1500-3-WT White N/A 0.750 (19.0) - 1.400 (35.6) 1.500 (38.1) 0.752 (19.1) 0.040 (1.0) ± 0.006 (0.2) 1 250 i75-R6402

HX-2000-3-WT White N/A 1.000 (25.4) - 1.900 (48.3) 2.000 (50.8) 1.000 (25.4) 0.045 (1.1) ± 0.007 (0.2) 1 100 i75-R6402
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STEP 5: 
Roll Size 
(optional)

For standard quantity, leave blank. For small quantity, enter “S”. For jumbo quantity, enter “J”.
If sleeve dia. is 094–187 Standard = 2,500 Small (S) = 500 Jumbo (J) = 10,000
If sleeve dia. is 250 Standard = 1,000 Small (S) = 250 Jumbo (J) = 7,500
If sleeve dia. is 375 Standard = 1,000 Small (S) = 250 Jumbo (J) = 2,500
If sleeve dia. is 500 Standard = 500 Small (S) = 250 Jumbo (J) = 2,500
If sleeve dia. is 750-1000 Standard = 250 Small (S) = 100 Jumbo (J) = 2,500
If sleeve dia. is 1500 Standard = 250 Small (S) = 100 Jumbo (J) = 1,000
If sleeve dia. is 2000 Standard = 100 Small (S) = 50 Jumbo (J) = 1,000

STEP 4:   
Color

Standard Colors Special Order Colors
WT = White YL = Yellow BL = Blue OR = Orange GY = Gray 

BK = Black GR = Green RD = Red VT = Violet

STEP 3:   
Sleeve Width

150 = 1-1⁄2” sleeve width
2 = 2” sleeve width
3 = 3” sleeve width (only available in 1000, 1500 and 2000 dia. parts)

STEP 2:  
Diameter

094 = 3/32” 0.047” - 0.080” dia. 24 to 20 gauge
125 = 1/8” 0.062” - 0.110” dia. 20 to 16 gauge
187 = 3/16” 0.094” - 0.151” dia. 16 to 10 gauge
250 = 1/4” 0.125” - 0.215” dia. 12 to 8 gauge
375 = 3/8” 0.188” - 0.320” dia. 8 to 4 gauge
500 = 1/2” 0.250” - 0.450” dia. 6 to 1 gauge
750 = 3/4” 0.375” - 0.700” dia. 2 to 4/0 gauge
1000 = 1” 0.450” - 0.950” dia. 2/0 to 0.950” dia.
1500 = 1-1/2” 0.750” - 1.400” dia. n/a
2000 = 2” 1.000” - 1.900” dia. n/a

STEP 6: 
Pieces Per 

Sleeve 
(optional)

1 marker per sleeve is standard,  
if desired, the sleeve can be split into multiple pieces.
2 = Sleeve is slit to create 2 pieces
3 = Sleeve is slit to create 3 pieces
4 = Sleeve is slit to create 4 pieces

B = Supplied Dia.
(Sleeve is slit into 2 pieces.)

A = Label Width

Example: “3” slit

Create Your 
B-7642 PermaSleeve:
Use these steps to create a sleeve  
specific to your needs.

Example catalog number:

Product Diameter Width Color Roll 
Qty

Pieces
2HX - 187 - 2 - WT - S - 4

Optional

STEP 1:  
Product Type

HX = Single Sided Printing

2HX = Double Sided Printing

Create your own:

Product Diameter Width Color Roll 
Qty

Pieces
       -       -     -      -       -     

Optional

Ribbon Ink Series
i75-R4300 Series
i75-R6400 Series
i75-R6600 Series
i75-R6700WT Series*

*For Black Sleeves Only

B-7642 PermaSleeve® HX  
Polyolefin Wire Marking Sleeves
B-7642 PermaSleeve HX Polyolefin Wire Marking Sleeves are 
2:1 heat-shrinkable wire marking sleeves. The sleeves are high-
temperature rated, highly flame-retardant and very flexible.

These heat-shrinkable wire marking sleeves have an operating 
temperature of -40°F to 248°F (-40°C to 120°C).

Meets specifications: 

•	SAE-AS-23053/5 Class 1 and 3

•	SAE-AS-81531

•	RoHS compliant 

Tested per:

•	ASTM E162

•	ASTM E662

•	MIL-STD-202



Catalog # Color Approx. 
Wire Gauge

Range of Wire Diameter  
Min.         Max.

Supplied Dia. 
Inch (mm)

Recovered Dia. 
Inch (mm)

Recovered Wall Thickness 
Inch (mm)

Qty Per 
Row

Sleeves  
Per Roll Rec. Ribbon

2" Sleeve Width, Double-sided Printable

2HX-094-2-WT-S White 24 to 20 0.047 (1.2) - 0.080 (2.0) 0.094 (2.4) 0.047 (1.2) 0.020 (0.5) ± 0.003 (0.07) 1 500 i75-R6402

2HX-094-2-WT White 24 to 20 0.047 (1.2) - 0.080 (2.0) 0.094 (2.4) 0.047 (1.2) 0.020 (0.5) ± 0.003 (0.07) 1 2,500 i75-R6402

2HX-125-2-WT-S White 20 to 16 0.062 (1.6) - 0.110 (2.8) 0.125 (3.2) 0.063 (1.6) 0.020 (0.5) ± 0.003 (0.07) 1 500 i75-R6402

2HX-125-2-WT White 20 to 16 0.062 (1.6) - 0.110 (2.8) 0.125 (3.2) 0.063 (1.6) 0.020 (0.5) ± 0.003 (0.07) 1 2,500 i75-R6402

2HX-187-2-WT-S White 16 to 10 0.094 (2.4) - 0.151 (3.8) 0.187 (4.8) 0.094 (2.4) 0.020 (0.5) ± 0.003 (0.07) 1 500 i75-R6402

2HX-187-2-WT White 16 to 10 0.094 (2.4) - 0.151 (3.8) 0.187 (4.8) 0.094 (2.4) 0.020 (0.5) ± 0.003 (0.07) 1 2,500 i75-R6402

2HX-250-2-WT-S White 12 to 8 0.125 (3.2) - 0.215 (5.5) 0.250 (6.4) 0.126 (3.2) 0.025 (0.6) ± 0.003 (0.07) 1 250 i75-R6402

2HX-250-2-WT White 12 to 8 0.125 (3.2) - 0.215 (5.5) 0.250 (6.4) 0.126 (3.2) 0.025 (0.6) ± 0.003 (0.07) 1 1,000 i75-R6402

2HX-375-2-WT-S White 8 to 4 0.188 (4.8) - 0.320 (8.1) 0.375 (9.5) 0.189 (4.8) 0.025 (0.6) ± 0.003 (0.07) 1 250 i75-R6402

2HX-375-2-WT White 8 to 4 0.188 (4.8) - 0.320 (8.1) 0.375 (9.5) 0.189 (4.8) 0.025 (0.6) ± 0.003 (0.07) 1 1,000 i75-R6402

2HX-500-2-WT-S White 6 to 1 0.250 (6.4) - 0.450 (11.4) 0.500 (12.7) 0.252 (6.4) 0.025 (0.6) ± 0.003 (0.07) 1 250 i75-R6402

2HX-500-2-WT White 6 to 1 0.250 (6.4) - 0.450 (11.4) 0.500 (12.7) 0.252 (6.4) 0.025 (0.6) ± 0.003 (0.07) 1 500 i75-R6402

2HX-750-2-WT-S White 2 to 4/0 0.375 (9.5) - 0.700 (17.8) 0.750 (19.0) 0.374 (9.5) 0.030 (0.8) ± 0.003 (0.07) 1 100 i75-R6402

2HX-750-2-WT White 2 to 4/0 0.375 (9.5) - 0.700 (17.8) 0.750 (19.0) 0.374 (9.5) 0.030 (0.8) ± 0.003 (0.07) 1 250 i75-R6402

2HX-1000-2-WT-S White 2/0 to 0.950" dia. 0.450 (11.4) - 0.950 (24.1) 1.000 (25.4) 0.500 (12.7) 0.035 (0.9) ± 0.005 (0.1) 1 100 i75-R6402

2HX-1000-2-WT White 2/0 to 0.950" dia. 0.450 (11.4) - 0.950 (24.1) 1.000 (25.4) 0.500 (12.7) 0.035 (0.9) ± 0.005 (0.1) 1 250 i75-R6402

2HX-1500-2-WT-S White N/A 0.750 (19.0) - 1.400 (35.6) 1.500 (38.1) 0.752 (19.1) 0.040 (1.0) ± 0.006 (0.2) 1 100 i75-R6402

2HX-1500-2-WT White N/A 0.750 (19.0) - 1.400 (35.6) 1.500 (38.1) 0.752 (19.1) 0.040 (1.0) ± 0.006 (0.2) 1 250 i75-R6402

2HX-2000-2-WT-S White N/A 1.000 (25.4) - 1.900 (48.3) 2.000 (50.8) 1.000 (25.4) 0.045 (1.1) ± 0.007 (0.2) 1 50 i75-R6402

2HX-2000-2-WT White N/A 1.000 (25.4) - 1.900 (48.3) 2.000 (50.8) 1.000 (25.4) 0.045 (1.1) ± 0.007 (0.2) 1 100 i75-R6402

Catalog # Color Approx. 
Wire Gauge

Range of Wire Diameter  
Min.         Max.

Supplied Dia. 
Inch (mm)

Recovered Dia. 
Inch (mm)

Recovered Wall Thickness 
Inch (mm)

Qty Per 
Row

Sleeves  
Per Roll Rec. Ribbon

3:1 Ratio, 2" Sleeve Width, Double-sided Printable

3HT-094-2-WT-S White 26 to 20 0.031 (0.8) - 0.080 (2.0) 0.094 (2.4) 0.031 (0.8) 0.015 (0.4) ± 0.003 (0.07) 1 500 i75-R6002
2:1 Ratio, 2" Sleeve Width, Double-sided Printable

2HT-125-2-WT-S White 20 to 16 0.063 (1.6) - 0.110 (2.8) 0.125 (3.2) 0.062 (1.6) 0.015 (0.4) ± 0.003 (0.07) 1 500 i75-R6002

2HT-187-2-WT-S White 16 to 10 0.094 (2.4) - 0.150 (3.8) 0.187 (4.7) 0.093 (2.4) 0.015 (0.4) ± 0.003 (0.07) 1 500 i75-R6002

2HT-250-2-WT-S White 12 to 8 0.125 (3.2) - 0.215 (5.5) 0.250 (6.4) 0.125 (3.2) 0.015 (0.4) ± 0.003 (0.07) 1 500 i75-R6002

2HT-375-2-WT-S White 8 to 4 0.187 (4.7) - 0.320 (8.1) 0.375 (9.5) 0.187 (4.7) 0.015 (0.4) ± 0.003 (0.07) 1 250 i75-R6002

2HT-500-2-WT-S White 6 to 1 0.250 (6.4) - 0.450 (11.4) 0.500 (12.7) 0.250 (6.4) 0.015 (0.4) ± 0.003 (0.07) 1 250 i75-R6002
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B-345 PermaSleeve® HT High Temperature 
PVDF Wire Marking Sleeves
B-345 PermaSleeve HT High Temperature PVDF Wire Marking Sleeves are a 2:1 
(3/32” is 3:1) heat-shrinkable wire marking sleeve specifically designed for high 
temperature and low vacuum outgassing applications. These sleeves are made 
of irradiated polyvinylidene fluoride (PVDF) and have an operating temperature of 
-67°F to 437°F (-55°C to 225°C). 

Meets specifications: 

•	NASA SP-R-0022A  
Outgassing Performance

•	SAE-AS-81531

•	RoHS compliant  

Tested per:

•	SAE-AMS-DTL-23053/18, Class 2 

•	ASTM E162

•	ASTM E662

•	MIL-STD-202

STEP 5: 
Roll Qty. 
(optional)

Only available in small quantity size, please enter “S”.
If sleeve diameter is 094–250 Standard Small (S) = 500
If sleeve diameter is 375-500 Standard Small (S) = 250
If sleeve diameter is 750–1500 Standard Small (S) = 100

STEP 3:   
Sleeve Width

2 = 2” sleeve width

STEP 2:  
Diameter

094 = 3/32” 0.031" - 0.080" dia. 26 to 20 gauge
125 = 1/8” 0.063” - 0.110” dia. 20 to 16 gauge
187 = 3/16” 0.094” - 0.150” dia. 16 to 10 gauge
250 = 1/4” 0.125” - 0.215” dia. 12 to 8 gauge
375 = 3/8” 0.187” - 0.320” dia. 8 to 4 gauge
500 = 1/2” 0.250” - 0.450” dia. 6 to 1 gauge
750 = 3/4” 0.375” - 0.700” dia. 2 to 4/0 gauge
1000 = 1” 0.450” - 0.950” dia. 2/0 to 0.950” dia.
1500 = 1-1/2” 0.750” - 1.400” dia. n/a

STEP 1:  
Product Type

3HT = 3:1 Ratio, 094 Dia. Size Only, Double Sided Printing

2HT = 2:1 Ratio, 125–1500 Dia. Sizes Only, Double Sided Printing

STEP 6: 
Pieces Per 

Sleeve 
(optional)

1 marker per sleeve is standard,  
if desired, the sleeve can be split into multiple pieces.
2 = Sleeve is slit to create 2 pieces
3 = Sleeve is slit to create 3 pieces
4 = Sleeve is slit to create 4 pieces

B = Supplied Dia.
(Sleeve is slit into 2 pieces.)

A = Label Width

Example: “3” slit

STEP 4:   
Color

Standard Colors Special Order Colors
WT = White YL = Yellow PK = Pink 

BL = Blue BL = Black

Create Your 
B-345 PermaSleeve:
Use these steps to create a sleeve  
specific to your needs.

Example catalog number:

Product Diameter Width Color Roll 
Qty

Pieces
2HT - 187 - 2 - WT - S - 4

Optional

Create your own:

Product Diameter Width Color Roll 
Qty

Pieces

Optional

       -       -     -      -       -     

Ribbon Ink Series
i75-R6000 Series
i75-R6600 Series
i75-R6800WT Series*
i75-R4400WT Series*

*For Black Sleeves Only



Catalog # Color Approx. 
Wire Gauge

Range of Wire Diameter  
Min.         Max.

Supplied Dia. 
Inch (mm)

Recovered Dia. 
Inch (mm)

Recovered Wall Thickness 
Inch (mm)

Qty Per 
Row

Sleeves  
Per Roll Rec. Ribbon

3:1 Shrink ratio double-side printable, 0.250 in. label width

* DR-125-2-YL-4 Yellow 22 to 16 0.046 (1.2) - 0.110 (2.8) 0.125 (3.2) 0.024 (0.6) 0.024 (0.6) ± 0.003 (0.07) 4 10,000 i75-R6602

* DR-187-2-YL-4 Yellow 20 to 10 0.062 (1.6) - 0.0150 (3.8) 0.187 (4.7) 0.062 (1.6) 0.020 (0.5) ± 0.003 (0.07) 4 10,000 i75-R6602

* DR-250-2-YL-4 Yellow 16 to 8 0.094 (2.4) - 0.215 (5.5) 0.250 (6.4) 0.093 (2.4) 0.025 (0.6) ± 0.003 (0.07) 4 10,000 i75-R6602

* DR-375-2-YL-4 Yellow 12 to 4 0.125 (3.2) - 0.320 (8.1) 0.375 (9.5) 0.125 (3.1) 0.025 (0.6) ± 0.003 (0.07) 4 10,000 i75-R6602

* DR-500-2-YL-4 Yellow 8 to 1 0.187 (4.8) - 0.450 (11.4) 0.500 (12.7) 0.187 (4.7) 0.025 (0.6) ± 0.003 (0.07) 4 10,000 i75-R6602

3:1 Shrink ratio double-side printable, 0.500 in. label width

* DR-125-2-YL-3 Yellow 22 to 16 0.046 (1.2) - 0.110 (2.8) 0.125 (3.2) 0.024 (0.6) 0.024 (0.6) ± 0.003 (0.07) 3 7,500 i75-R6602

* DR-187-2-YL-3 Yellow 20 to 10 0.062 (1.6) - 0.0150 (3.8) 0.187 (4.7) 0.062 (1.6) 0.020 (0.5) ± 0.003 (0.07) 3 7,500 i75-R6602

* DR-250-2-YL-3 Yellow 16 to 8 0.094 (2.4) - 0.215 (5.5) 0.250 (6.4) 0.093 (2.4) 0.025 (0.6) ± 0.003 (0.07) 3 7,500 i75-R6602

* DR-375-2-YL-3 Yellow 12 to 4 0.125 (3.2) - 0.320 (8.1) 0.375 (9.5) 0.125 (3.1) 0.025 (0.6) ± 0.003 (0.07) 3 7,500 i75-R6602

* DR-500-2-YL-3 Yellow 8 to 1 0.187 (4.8) - 0.450 (11.4) 0.500 (12.7) 0.187 (4.7) 0.025 (0.6) ± 0.003 (0.07) 3 7,500 i75-R6602

3:1 Shrink ratio double-side printable, 1 in. label width

* DR-125-2-YL-2 Yellow 22 to 16 0.046 (1.2) - 0.110 (2.8) 0.125 (3.2) 0.024 (0.6) 0.024 (0.6) ± 0.003 (0.07) 2 5,000 i75-R6602

* DR-187-2-YL-2 Yellow 20 to 10 0.062 (1.6) - 0.0150 (3.8) 0.187 (4.7) 0.062 (1.6) 0.020 (0.5) ± 0.003 (0.07) 2 5,000 i75-R6602

* DR-250-2-YL-2 Yellow 16 to 8 0.094 (2.4) - 0.215 (5.5) 0.250 (6.4) 0.093 (2.4) 0.025 (0.6) ± 0.003 (0.07) 2 5,000 i75-R6602

* DR-375-2-YL-2 Yellow 12 to 4 0.125 (3.2) - 0.320 (8.1) 0.375 (9.5) 0.125 (3.1) 0.025 (0.6) ± 0.003 (0.07) 2 5,000 i75-R6602

* DR-500-2-YL-2 Yellow 8 to 1 0.187 (4.8) - 0.450 (11.4) 0.500 (12.7) 0.187 (4.7) 0.025 (0.6) ± 0.003 (0.07) 2 5,000 i75-R6602

3:1 Shrink ratio double-side printable, 2 in. label width

* DR-125-2-YL Yellow 22 to 16 0.046 (1.2) - 0.110 (2.8) 0.125 (3.2) 0.024 (0.6) 0.024 (0.6) ± 0.003 (0.07) 1 2,500 i75-R6602

* DR-187-2-YL Yellow 20 to 10 0.062 (1.6) - 0.0150 (3.8) 0.187 (4.7) 0.062 (1.6) 0.020 (0.5) ± 0.003 (0.07) 1 2,500 i75-R6602

* DR-250-2-YL Yellow 16 to 8 0.094 (2.4) - 0.215 (5.5) 0.250 (6.4) 0.093 (2.4) 0.025 (0.6) ± 0.003 (0.07) 1 2,500 i75-R6602

* DR-375-2-YL Yellow 12 to 4 0.125 (3.2) - 0.320 (8.1) 0.375 (9.5) 0.125 (3.1) 0.025 (0.6) ± 0.003 (0.07) 1 2,500 i75-R6602

* DR-500-2-YL Yellow 8 to 1 0.187 (4.8) - 0.450 (11.4) 0.500 (12.7) 0.187 (4.7) 0.025 (0.6) ± 0.003 (0.07) 1 2,500 i75-R6602
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B-7646 PermaSleeve® DR  
Diesel Resistant Polyolefin  
Wire Marking Sleeves
Brady B-7646 diesel resistant wire marking sleeves are a 
yellow, 3:1 ratio heat-shrinkable wire marking sleeves. These 
thermal transfer printable sleeves feature a double-sided 
format. 

B-7646 PermaSleeve markers have been developed for wire 
and cable identification in applications that have exposure 
to organic fluids, common fuels, lubricants and solvents for 
extended periods of time and at high temperatures. 

These heat-shrinkable wire marking sleeves have an 
operating temperature of -55°F to 135°F (-48°C to 57°C).

Meets specifications:

•	SAE-AS-81531

Tested per:

•	MIL-STD-202 method 215k

•	NF F 00-608 Type A and H

STEP 5: 
Roll Size

Only available in standard quantity, leave blank. 
If sleeve diameter is 125–250 Standard = 2,500       
If sleeve diameter is 375 Standard = 1,000       
If sleeve diameter is 500 Standard = 500         

STEP 4:   
Color

Standard Color
YL = Yellow

STEP 3:   
Sleeve Width

2 = 2” sleeve width

STEP 2:  
Diameter

125 = 1/8” 0.062” - 0.110” dia. 20 to 16 gauge
187 = 3/16” 0.094” - 0.151” dia. 16 to 10 gauge
250 = 1/4” 0.125” - 0.215” dia. 12 to 8 gauge
375 = 3/8” 0.188” - 0.320” dia. 8 to 4 gauge
500 = 1/2” 0.250” - 0.450” dia. 6 to 1 gauge

STEP 1:  
Product Type

DR = Double Sided Printing

STEP 6: 
Pieces Per 

Sleeve 
(optional)

1 marker per sleeve is standard,  
if desired, the sleeve can be split into multiple pieces.
2 = Sleeve is slit to create 2 pieces
3 = Sleeve is slit to create 3 pieces
4 = Sleeve is slit to create 4 pieces

B = Supplied Dia.
(Sleeve is slit into 2 pieces.)

A = Label Width

Example: “3” slit

Create Your 
B-7646 PermaSleeve:
Use these steps to create a sleeve  
specific to your needs.

Example catalog number:

Product Diameter Width Color Roll 
Qty

Pieces
DR - 187 - 2 - WT - S - 4

Optional

Create your own:

Product Diameter Width Color Roll 
Qty

Pieces

Optional

       -       -     -      -       -     

Ribbon Ink Series 
i75-R6600 Series

*
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Figure 25c
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B = Label Height
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Catalog # Description Qty.
QS QuickSleeve multi-tool 1 Tool

Catalog # Description Qty.
PMS-HG-1 Brady Heat Gun 1 each

Catalog # Description Qty.
LBL-RWNDR BradyPrinter Rewinder 1 each

Diagram Catalog # Color Label Width A 
Inch (mm)

Label Height B 
Inch (mm)

Horiz.Repeat C 
Inch (mm) 

Vert.Repeat D 
Inch (mm)

Web Width E 
Inch (mm) 

Labels 
Per Row

Labels  
Per Pkg Rec. Ribbon

Fig. 5a THT-143-499-3 White 0.375 (9.53) dia. - - - - 4 3,000 i75-R4300
Fig. 5a THT-144-499-3 White 0.500 (12.7) dia. - - - - 3 3,000 i75-R4300
Fig. 1 THT-68-499-10 White 0.500 (12.7) 0.750 (19.1) 0.600 (15.2) 0.850 (21.6) 2.500 (63.5) 4 10,000 i75-R4300
Fig. 1 THT-162-499-10 White 0.800 (20.3) 1.437 (36.5) 0.900 (22.9) 1.562 (39.7) 3.700 (94.0) 4 10,000 i75-R4307
Fig. 1 THT-165-499-5 White 0.800 (20.3) 1.437 (36.5) 0.900 (22.9) 1.562 (39.7) 3.700 (94.0) 4 5,000 i75-R4307
Fig. 1 THT-69-499-3 White 0.800 (20.3) 1.437 (36.5) 0.900 (22.9) 1.540 (39.1) 1.900 (48.3) 2 3,000 i75-R4300
Fig. 7 THT-126-499-3 White 0.900 (22.86) 0.500 (12.7) - 0.600 (15.2) 1.700 (43.2) 1 3,000 i75-R4302
Fig. 2 THT-125-499-3 White 0.900 (22.9) 0.500 (12.7) - 0.600 (15.2) 1.100 (27.9) 1 3,000 i75-R4306
Fig. 7 THT-163-499-3 White 1.000 (25.4) 0.375 (9.5) - 0.500 (12.7) 1.675 (42.6) 1 3,000 i75-R4302
Fig. 1 THT-152-499-3 White 1.000 (25.4) 0.375 (9.5) 1.075 (27.3) 0.475 (12.1) 2.300 (58.4) 2 3,000 i75-R4302
Fig. 2 THT-136-499-3 White 1.500 (38.1) 0.750 (19.1) - 0.875 (22.2) 1.700 (43.2) 1 3,000 i75-R4302
Fig. 2 THT-185-499-3 White 1.750 (44.5) 1.000 (25.4) - 1.125 (28.6) 1.950 (49.5) 1 3,000 i75-R4302
Fig. 2 THT-186-499-3 White 1.750 (44.5) 1.875 (47.6) - 1.975 (50.2) 1.950 (49.5) 1 3,000 i75-R4302
Fig. 2 THT-137-499-3 White 2.000 (50.8) 1.000 (25.4) - 1.125 (28.6) 2.200 (55.9) 1 3,000 i75-R4302
Fig. 2 THT-151-499-3 White 2.000 (50.8) 0.250 (6.4) - 0.350 (8.9) 2.200 (55.9) 1 3,000 i75-R4302
Fig. 2 THT-19-499-1 White 3.000 (76.2) 2.000 (50.8) - 2.125 (54.0) 3.200 (81.3) 1 1,000 i75-R4300

Diagram Catalog # Color Label Width A 
Inch (mm)

Label Height B 
Inch (mm)

Print-On Height F 
Inch (mm)

Print-On Height C 
Inch (mm)

Web Width E 
Inch (mm) 

Labels 
Per Row

Labels  
Per Pkg Rec. Ribbon

Fig. 25c THT-152-494-BL Blue, White 1.000 (25.4) 0.375 (9.5) 0.250 (6.4) - 2.300 (58.4) 2 3,000 i75-R6400
Fig. 25c THT-152-494-GN Green, White 1.000 (25.4) 0.375 (9.5) 0.250 (6.4) - 2.300 (58.4) 2 3,000 i75-R6400
Fig. 25c THT-152-494-OR Orange, White 1.000 (25.4) 0.375 (9.5) 0.250 (6.4) - 2.300 (58.4) 2 3,000 i75-R6400
Fig. 25c THT-152-494-PK Pink, White 1.000 (25.4) 0.375 (9.5) 0.250 (6.4) - 2.300 (58.4) 2 3,000 i75-R6400
Fig. 25c THT-152-494-RD Red, White 1.000 (25.4) 0.375 (9.5) 0.250 (6.4) - 2.300 (58.4) 2 3,000 i75-R6400
Fig. 25c THT-152-494-YL White, Yellow 1.000 (25.4) 0.375 (9.5) 0.250 (6.4) - 2.300 (58.4) 2 3,000 i75-R6400
Fig. 2e THT-179-494-BL Blue, White 1.000 (25.4) 1.000 (25.4) 0.875 (22.2) - 1.200 (30.5) 1 3,000 i75-R6406
Fig. 2e THT-179-494-GN Green, White 1.000 (25.4) 1.000 (25.4) 0.875 (22.2) - 1.200 (30.5) 1 3,000 i75-R6406
Fig. 2e THT-179-494-OR Orange, White 1.000 (25.4) 1.000 (25.4) 0.875 (22.2) - 1.200 (30.5) 1 3,000 i75-R6406
Fig. 2e THT-179-494-PK Pink, White 1.000 (25.4) 1.000 (25.4) 0.875 (22.2) - 1.200 (30.5) 1 3,000 i75-R6406
Fig. 2e THT-179-494-RD Red, White 1.000 (25.4) 1.000 (25.4) 0.875 (22.2) - 1.200 (30.5) 1 3,000 i75-R6406
Fig. 2e THT-179-494-YL Yellow, White 1.000 (25.4) 1.000 (25.4) 0.875 (22.2) - 1.200 (30.5) 1 3,000 i75-R6406
Fig. 24b THT-250-494-BL Blue, White 1.000 (25.4) 0.500 (12.7) 0.375 (9.5) 0.375 (9.5) dia. 1.675 (42.6) 1 3,000 i75-R6400
Fig. 24b THT-250-494-GN Green, White 1.000 (25.4) 0.500 (12.7) 0.375 (9.5) 0.375 (9.5) dia. 1.675 (42.6) 1 3,000 i75-R6400
Fig. 24b THT-250-494-OR Orange, White 1.000 (25.4) 0.500 (12.7) 0.375 (9.5) 0.375 (9.5) dia. 1.675 (42.6) 1 3,000 i75-R6400
Fig. 24b THT-250-494-PK Pink, White 1.000 (25.4) 0.500 (12.7) 0.375 (9.5) 0.375 (9.5) dia. 1.675 (42.6) 1 3,000 i75-R6400
Fig. 24b THT-250-494-RD Red, White 1.000 (25.4) 0.500 (12.7) 0.375 (9.5) 0.375 (9.5) dia. 1.675 (42.6) 1 3,000 i75-R6400
Fig. 24b THT-250-494-YL White, Yellow 1.000 (25.4) 0.500 (12.7) 0.375 (9.5) 0.375 (9.5) dia. 1.675 (42.6) 1 3,000 i75-R6400
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Slip ApplyPick

QuickSleeve Handheld Sleeve Applicator
The QuickSleeve Handheld Sleeve Applicator is an intuitive multi-tool 
designed to help you quickly apply sleeves on to wires in three simple 
steps – just pick, slip and apply. This tool includes:

•	Four specially designed slanted tubes sized for sleeve sizes 
0.094, 0.125, 0.187 and 0.250 inches

•	Built-in LED flashlight for use in low-lit conditions
•	Terminal block sized screwdriver

Brady Heat Gun
The Brady Heat Gun provides fast, even shrinkage of BradySleeve™ 
and PermaSleeve™ markers or heat-shrinkable tubing. Deflector 
shield evenly distributes forced air heat (minimum temperature 
500°F/260°C) around sleeves of up to 0.750 in. diameter for uniform 
shrinkage. Sturdy base with rubber pad allows hands-off operation.

Material External Rewinder
The Material External Rewinder from Brady® is positioned in front 
of Thermal Transfer Benchtop Printers from Brady to rewind material 
as it exits the printer.

•	Rewind label rolls up to 5-inches in diameter at speeds 
up to 10 inches-per-second

•	Adjustable core holder that adjusts easily to accept any 
core diameter from 1-inch to 4-inches

•	A special motor offers bi-directional operation and 
trouble-free performance

•	Rugged steel construction allows your material rewinder 
to be placed near your label printer

General Identification for  
Laboratory Storage,
Equipment and Safety Labels
(B-499)
•	Super strong adhesives and colors ideal for marking 

laboratory equipment, containers, hoses and lab 
storage cabinets, shelves and drawers

•	GHS labels available for marking chemicals in the lab 
and shipment boxes when collaborating with other labs

•	Pre-printed sign header labels make your safety and 
housekeepingreminders stand out and stay put!

Color-Stripe Polyester Lab Labels
(B-494)
•	White labels with preprinted color borders for color-coding samples
•	Ultra-thin material that prevents vials from jamming in centrifuges or racks, 

these labels withstand harsh temperatures and chemicals without falling 
off, fading or smearing

•	The colored boarder is non-printable, but the colored vial top is printable
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Diagram Catalog # Color Label Width A 
Inch (mm)

Label Height B 
Inch (mm)

Horiz.Repeat C 
Inch (mm) 

Vert.Repeat D 
Inch (mm)

Web Width E 
Inch (mm) 

Labels  
Per Row

Labels   
Per Pkg Rec. Ribbon

Fig. 2 THT-195-481-3 White 0.900 (22.9) 0.375 (9.5) - 0.500 (12.7) 1.100 (27.9) 1 3,000 i75-R6406
Fig. 2 THT-194-481-3 White 0.900 (22.9) 0.750 (19.1) - 0.875 (22.2) 1.100 (27.9) 1 3,000 i75-R6406
Fig. 25 THT-141-481-3 White 0.900 (22.9) 0.900 (22.9) 1.000 (25.4) 1.000 (25.4) 2.100 (53.3) 2 3,000 i75-R6400
Fig. 2 THT-164-481-3 White 0.900 (22.9) 0.900 (22.9) - 1.000 (25.4) 1.100 (27.9) 1 3,000 i75-R6406
Fig. 2 THT-142-481-2.5 White 2.500 (63.5) 0.200 (5.1) - 0.300 (7.6) 2.700 (68.6) 1 2,500 i75-R6400

Diagram Catalog # Color Label Width A 
Inch (mm)

Label Height B 
Inch (mm)

Horiz.Repeat C 
Inch (mm) 

Vert.Repeat D 
Inch (mm)

Web Width E 
Inch (mm) 

Labels  
Per Row

Labels   
Per Pkg Rec. Ribbon

Fig. 1 THT-14-488-10 White 0.650 (16.5) 0.200 (5.1) 1.075 (27.3) 0.300 (7.6) 2.950 (74.9) 4 10,000 i75-R4300
Fig. 1 THT-140-488-3 White 0.750 (19.1) 0.900 (22.9) 0.800 (20.3) 0.875 (22.2) 2.100 (53.3) 2 3,000 i75-R4302
Fig. 1 THT-1-488-10 White 0.750 (19.1) 0.250 (6.4) - 0.350 (8.9) 3.350 (85.1) 4 10,000 i75-R4300
Fig. 1 THT-141-488-3 White 0.900 (22.9) 0.900 (22.9) 1.000 (25.4) 1.000 (25.4) 2.100 (53.3) 2 3,000 i75-R4302
Fig. 2 THT-164-488-1 White 0.900 (22.9) 0.900 (22.9) - 1.000 (25.4) 1.100 (27.9) 1 1,000 i75-R4306
Fig. 1 THT-2-488-10 White 0.900 (22.9) 0.250 (6.4) - 0.350 (8.9) 3.350 (85.1) 3 10,000 i75-R4300
Fig. 1 THT-5-488-10 White 1.000 (25.4) 0.500 (12.7) 1.125 (28.6) 0.600 (15.2) 3.350 (85.1) 3 10,000 i75-R4300
Fig. 2 THT-15-488-2.5 White 2.000 (50.8) 0.250 (6.4) 0.700 (17.8) 0.375 (9.5) 2.200 (55.9) 1 2,500 i75-R4302
Fig. 2 THT-17-488-3 White 2.000 (50.8) 1.000 (25.4) - 1.125 (28.6) 2.200 (55.9) 1 3,000 i75-R4302
Fig. 2 THT-18-488-3 White 3.000 (76.2) 1.000 (25.4) - 1.125 (28.6) 3.200 (81.3) 1 3,000 i75-R4300
Fig. 2 THT-19-488-1 White 3.000 (76.2) 2.000 (50.8) - 2.125 (54.0) 3.200 (81.3) 1 1,000 i75-R4300

Diagram Catalog # Color Label Width A 
Inch (mm)

Label Height B 
Inch (mm)

Print Area C 
Inch (mm)

Vert. Repeat D 
Inch (mm)

Web Width E 
Inch (mm) 

Labels  
Per Row

Labels   
Per Pkg Rec. Ribbon

Self-Laminating Lab Polyester (B-461)
Fig. 15c THT-123-461-3 White/Clear 0.375 (9.5) 1.800 (45.7) 0.750 (19.1) 0.500 (12.7) 2.000 (50.8) 1 3,000 i75-R4302
Fig. 15c THT-122-461-3 White/Clear 0.500 (12.7) 1.800 (45.7) 0.750 (19.1) 0.625 (15.9) 2.000 (50.8) 1 3,000 i75-R4302
Fig. 15c THT-127-461-3 White/Clear 0.500 (12.7) 2.200 (55.9) 0.750 (19.1) 0.625 (15.9) 2.400 (61.0) 1 3,000 i75-R4302
Fig. 15c THT-183-461-1 White/Clear 1.000 (25.4) 1.750 (44.5) 1.000 (25.4) 1.125(28.6) 1.825 (46.4) 1 1,000 i75-R4302
Fig. 15c THT-139-461-2 White/Clear 1.000 (25.4) 5.250 (133.4) 1.500 (38.1) 5.375 (136.5) 2.300 (58.4) 2 2,000 i75-R4302
Fig. 15c THT-134-461-3 White/Clear 1.500 (38.1) 3.500 (88.9) 1.250 (31.7) 1.625 (41.3) 3.700 (94.0) 1 3,000 i75-R4307
Fig. 15c THT-133-461-3 White/Clear 1.625 (41.3) 0.600 (15.2) 1.000 (25.4) 0.750 (19.1) 1.825 (46.4) 1 3,000 i75-R4302
Fig. 15c THT-131-461-3 White/Clear 2.625 (66.7) 1.000 (25.4) 1.000 (25.4) 1.125 (28.6) 2.825 (71.8) 1 3,000 i75-R4300
Fig. 15c THT-153-461-3 White/Clear 2.625 (66.7) 1.000 (25.4) 0.600 (15.2) 0.750 (19.1) 2.825 (71.8) 1 3,000 i75-R4300
Freezerbondz Lab Polyester (B-490)
Fig. 2 THT-154-490-3 White 1.250 (31.8) 0.375 (9.5) - 0.500 (12.7) 1.450 (36.8) 1 3,000 i75-R4306
Fig. 2 THT-155-490-3 White 1.625 (41.3) 0.600 (15.2) - 0.700 (17.8) 1.825 (46.4) 1 3,000 i75-R4302
Fig. 2 THT-156-490-3 White 1.900 (48.3) 1.000 (25.4) - 1.100 (27.9) 2.100 (53.3) 1 3,000 i75-R4302
Fig. 2 THT-157-490-3 White 2.200 (55.9) 1.500 (38.1) - 1.625 (41.3) 2.400 (61.0) 1 3,000 i75-R4302
Fig. 2 THT-158-490-3 White 3.750 (95.3) 1.500 (38.1) - 1.625 (41.3) 3.950 (100.3) 1 3,000 i75-R4307
Ultra Thin Freezerbondz Lab Polyester (B-492)
Fig. 2 THT-180-492-3 White 0.900 (22.9) 1.000 (25.4) - 1.100 (27.9) 1.100 (27.9) 1 3,000 i75-R6406
Fig. 25 THT-152-492-3 White 1.000 (25.4) 0.375 (9.5) - 0.475 (12.1) 2.300 (58.4) 2 3,000 i75-R6400
Fig. 7 THT-163-492-3 White 1.000 (25.4) 0.375 (9.5) 0.375 (95.25) 0.500 (12.7) 1.675 (42.6) 1 3,000 i75-R6406
Fig. 7 THT-181-492-3 White 1.000 (25.4) 0.375 (9.5) 0.375 (95.25) 1.100 (27.9) 1.675 (42.6) 1 3,000 i75-R6406
Fig. 7 THT-182-492-3 White 1.000 (25.4) 0.440 (11.2) 0.440 (11.2) 1.100 (27.9) 1.740 (44.2) 1 3,000 i75-R6406
Fig. 2 THT-59-492-10 White 1.000 (25.4) 0.500 (12.7) - 0.600 (15.2) 1.200 (30.5) 1 10,000 i75-R6406
Fig. 25 THT-88-492-5 White 1.000 (25.4) 0.750 (19.1) - 0.875 (22.2) 2.300 (58.4) 2 5,000 i75-R6400
Fig. 2 THT-179-492-3 White 1.000 (25.4) 1.000 (25.4) - 1.100 (27.9) 1.200 (30.5) 1 3,000 i75-R6406
Fig. 2 THT-155-492-3 White 1.625 (41.3) 0.600 (15.2) - 0.700 (17.8) 1.825 (46.4) 1 3,000 i75-R6400
Fig. 2 THT-190-492-3 White 1.625 (41.3) 0.600 (15.2) - 0.700 (17.8) 2.300 (58.4) 1 3,000 i75-R6400
Fig. 2 THT-156-492-3 White 1.900 (48.3) 1.000 (25.4) - 1.100 (27.9) 2.100 (53.3) 1 3,000 i75-R6400
Lab Polypropylene (B-7425)
Fig. 25 THT-152-7425-2 White 0.375 (9.5) 1.000 (25.4) - 0.625 (15.9) 2.300 (58.4) 2 2,000 i75-R6400
Fig. 2 THT-257-7425-2 White 0.825 (20.9) 0.250 (6.4) - 0.370 (9.4) 1.025 (26.0) 1 2,000 i75-R6406
Fig. 24 THT-249-7425-2 White 1.000 (25.4) 0.375 (9.5) 0.375 (95.3) 0.500 (12.7) 1.675 (42.6) 2 2,000 i75-R6406
Fig. 2 THT-59-7425-2 White 1.000 (25.4) 0.500 (12.7) - 0.600 (15.2) 1.200 (30.5) 1 2,000 i75-R6406
Fig. 25 THT-88-7425-2 White 1.000 (25.4) 0.750 (19.1) - 0.870 (22.0) 2.300 (58.4) 2 2,000 i75-R6400
Fig. 2 THT-179-7425-2 White 1.000 (25.4) 1.000 (25.4) - 1.100 (27.9) 1.200 (30.5) 1 2,000 i75-R6406
Fig. 2 THT-256-7425-2 White 1.300 (33.0) 0.600 (15.2) - 0.700 (17.8) 1.500 (38.1) 1 2,000 i75-R6406
Fig. 25 THT-37-7425-2 White 1.500 (38.1) 0.500 (12.7) - 0.600 (15.2) 3.350 (85.0) 2 2,000 i75-R6402
Fig. 2 THT-136-7425-2 White 1.500 (38.1) 0.750 (19.1) - 0.870 (22.0) 1.700 (43.2) 1 2,000 i75-R6400
Fig. 2 THT-235-7425-2 White 1.500 (38.1) 1.000 (25.4) - 1.100 (27.9) 1.700 (43.2) 1 2,000 i75-R6400
Fig. 2 THT-258-7425-2 White 1.500 (38.1) 1.750 (44.5) - 1.870 (47.5) 1.700 (43.2) 1 2,000 i75-R6400
Fig. 2 THT-251-7425-2 White 1.540 (39.1) 0.500 (12.7) - 0.600 (15.2) 1.740 (44.2) 1 2,000 i75-R6406
Fig. 2 THT-151-7425-2 White 2.000 (50.8) 0.250 (6.4) - 0.350 (8.9) 2.200 (55.8) 1 2,000 i75-R6400
Fig. 2 THT-53-7425-2 White 2.000 (50.8) 0.500 (12.7) - 0.600 (15.2) 2.200 (55.9) 1 2,000 i75-R6400
Fig. 2 THT-137-7425-2 White 2.000 (50.8) 1.000 (25.4) - 1.200 (30.5) 2.200 (55.9) 1 2,000 i75-R6400
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Stainerbondz® Microscope Slide Labels
(B-481)
•	Designed specifically to identify slides and to resist 

exposure to harsh chemicals during the slide-staining 
process

•	Performs well in stains such as hematoxylin and eosin
•	Extreme chemical resistance withstands the rigors of 

typical deparaffinization, including ethanol, xylene and 
H&E staining processes

Solvent Resistant Polyester Label
(B-488)
•	White polyester thermal transfer material with 

matte finish
•	 Ideal for component identification, barcoding, 

and asset and inventory tracking
•	A matte version of B-423

Cryogenic Tube and Vial Labels
(B-461, B-490, B-492, B-7425)
•	FreezerBondz™ labels can be applied to room temperature or already frozen 

samples, with a small overlap. The label remains legible and will stick to the 
tube during processing, even when immersed in liquid or vapor phase nitrogen 
and ultra-low temperature freezer storage.

•	B-461 Self-Laminating Polyester: Ultra-thin polyester label with clear 
overlaminate tail that protects print and allows liquid levels to be visible

•	B-490 Polyester: White FreezerBondz label ideal for flat frozen surfaces. 
Adheres to frozen tubes and vials when wrapped around itself by at least 1/8 in.

•	B-492 Polyester: FreezerBondz ultra-thin white polyester label for labeling of 
frosted/frozen or room temperature vials, tubes and canes. Superior chemical 
and abrasion resistance

•	B-7425 Polypropylene: Ideal for labeling dry, room temperature specimen 
containers. Material withstands temperature ranges from -320° to 248° F (-196° 
to 121° C). Chemical resistance to ethanol, DMSO, IPS, short-term xylene, 10% 
formalin, 50% acetic acid and toluene
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Diagram Catalog # Color Label Width A 
Inch (mm)
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Inch (mm)

Horiz.Repeat C 
Inch (mm) 

Vert.Repeat D 
Inch (mm)

Web Width E 
Inch (mm) 

Labels 
Per Row

Labels  
Per Pkg Rec. Ribbon

Nylon Cloth (B-499)
Fig. 5a THT-143-499-3 White 0.375 (9.5) dia. - 0.475 (12.1) 0.500 (12.7) 2.000 (50.8) 4 3,000 i75-R4302
Fig. 5a THT-144-499-3 White 0.500 (12.7) dia. - 0.600 (15.2) 0.625 (15.9) 1.900 (48.3) 3 3,000 i75-R4302
Fig. 1 THT-68-499-10 White 0.500 (12.7) 0.750 (19.1) 0.600 (15.2) 0.850 (21.6) 2.500 (63.5) 4 10,000 i75-R4300
Fig. 1 THT-162-499-10 White 0.800 (20.3) 1.437 (36.5) 0.900 (22.9) 1.562 (39.7) 3.700 (94.0) 4 10,000 i75-R4307
Fig. 1 THT-165-499-5 White 0.800 (20.3) 1.437 (36.5) 0.900 (22.9) 1.562 (39.7) 3.700 (94.0) 4 5,000 i75-R4307
Fig. 1 THT-69-499-3 White 0.800 (20.3) 1.437 (36.5) 0.900 (22.9) 1.540 (39.1) 1.900 (48.3) 2 3,000 i75-R4302
Fig. 7 THT-126-499-3 White 0.900 (22.9) 0.500 (12.7) - 0.600 (15.2) 1.700 (43.2) 1 3,000 i75-R4302
Fig. 2 THT-125-499-3 White 0.900 (22.9) 0.500 (12.7) - 0.600 (15.2) 1.100 (27.9) 1 3,000 i75-R4306
Fig. 7 THT-163-499-3 White 1.000 (25.4) 0.375 (9.5) - 0.500 (12.7) 1.675 (42.6) 1 3,000 i75-R4302
Fig. 1 THT-152-499-3 White 1.000 (25.4) 0.375 (9.5) 1.100 (27.9) 0.475 (12.1) 2.300 (58.4) 2 3,000 i75-R4302
Fig. 2 THT-136-499-3 White 1.500 (38.1) 0.750 (19.1) - 0.875 (22.2) 1.700 (43.2) 1 3,000 i75-R4302
Fig. 2 THT-185-499-3 White 1.750 (44.5) 1.000 (25.4) - 1.125 (28.6) 1.950 (49.5) 1 3,000 i75-R4302
Fig. 2 THT-186-499-3 White 1.750 (44.5) 1.875 (47.6) - 1.975 (50.2) 1.950 (49.5) 1 3,000 i75-R4302
Fig. 2 THT-137-499-3 White 2.000 (50.8) 1.000 (25.4) - 1.125 (28.6) 2.200 (55.9) 1 3,000 i75-R4302
Fig. 2 THT-151-499-3 White 2.000 (50.8) 0.250 (6.4) - 0.350 (8.9) 2.200 (55.9) 1 3,000 i75-R4302
Fig. 2 THT-19-499-1 White 3.000 (76.2) 2.000 (50.8) - 2.125 (54.0) 3.200 (81.3) 1 1,000 i75-R4300
Lab Polypropylene (B-7425)
Fig. 25 THT-152-7425-2 White 0.375 (9.5) 1.000 (25.4) - 0.625 (15.9) 2.300 (58.4) 2 2,000 i75-R6400
Fig. 2 THT-257-7425-2 White 0.825 (20.9) 0.250 (6.4) - 0.370 (9.4) 1.025 (26.0) 1 2,000 i75-R6406
Fig. 24 THT-249-7425-2 White 1.000 (25.4) 0.375 (9.5) 0.375 (95.3) 0.500 (12.7) 1.675 (42.6) 2 2,000 i75-R6406
Fig. 2 THT-59-7425-2 White 1.000 (25.4) 0.500 (12.7) - 0.600 (15.2) 1.200 (30.5) 1 2,000 i75-R6406
Fig. 25 THT-88-7425-2 White 1.000 (25.4) 0.750 (19.1) - 0.870 (22.0) 2.300 (58.4) 2 2,000 i75-R6400
Fig. 2 THT-179-7425-2 White 1.000 (25.4) 1.000 (25.4) - 1.100 (27.9) 1.200 (30.5) 1 2,000 i75-R6406
Fig. 2 THT-256-7425-2 White 1.300 (33.0) 0.600 (15.2) - 0.700 (17.8) 1.500 (38.1) 1 2,000 i75-R6406
Fig. 25 THT-37-7425-2 White 1.500 (38.1) 0.500 (12.7) - 0.600 (15.2) 3.350 (85.0) 2 2,000 i75-R6402
Fig. 2 THT-136-7425-2 White 1.500 (38.1) 0.750 (19.1) - 0.870 (22.0) 1.700 (43.2) 1 2,000 i75-R6400
Fig. 2 THT-235-7425-2 White 1.500 (38.1) 1.000 (25.4) - 1.100 (27.9) 1.700 (43.2) 1 2,000 i75-R6400
Fig. 2 THT-258-7425-2 White 1.500 (38.1) 1.750 (44.5) - 1.870 (47.5) 1.700 (43.2) 1 2,000 i75-R6400
Fig. 2 THT-251-7425-2 White 1.540 (39.1) 0.500 (12.7) - 0.600 (15.2) 1.740 (44.2) 1 2,000 i75-R6406
Fig. 2 THT-151-7425-2 White 2.000 (50.8) 0.250 (6.4) - 0.350 (8.9) 2.200 (55.8) 1 2,000 i75-R6400
Fig. 2 THT-53-7425-2 White 2.000 (50.8) 0.500 (12.7) - 0.600 (15.2) 2.200 (55.9) 1 2,000 i75-R6400
Fig. 2 THT-137-7425-2 White 2.000 (50.8) 1.000 (25.4) - 1.200 (30.5) 2.200 (55.9) 1 2,000 i75-R6400

Diagram Catalog # B-# Color Label Width A 
Inch (mm)

Label Height B 
Inch (mm)

Vert. Repeat D 
Inch (mm)

Web Width E 
Inch (mm) 

Labels  
Per Row

Labels  
Per Pkg Rec. Ribbon

Fig. 3 THT-1125-403-WT B-403 White 1.125 (28.575) 300ft. (91.44m) - - 1 1 Roll Cont. i75-R4306
Fig. 3 THT-2250-403-WT B-403 White 2.250 (57.15) 300ft. (91.44m) - - 1 1 Roll Cont. i75-R4302
Fig. 3 THT-3000-403-WT B-403 White 3.000 (76.2) 300ft. (91.44m) - - 1 1 Roll Cont. i75-R4300
Fig. 3 THT-4000-403-WT B-403 White 4.000 (101.6) 300ft. (91.44m) - - 1 1 Roll Cont. i75-R4307

Note: Label dimensions include the “Sterilzed” indication area

Diagram Catalog # Color Label Width A 
Inch (mm)

Label Height B 
Inch (mm)

Labels  
Per Row

Labels  
Per Pkg Rec. Ribbon

Fig. 29a THT-235-7425-2-AC White 1.000 (25.4) 1.500 (38.1) 1 2,000 i75-R6406
Fig. 29a THT-137-7425-2-AC White 1.000 (25.4) 2.000 (50.8) 1 2,000 i75-R6400

Diagram Catalog # Color Label Width A 
Inch (mm)

Label Height B 
Inch (mm)

Web Width E 
Inch (mm) 

Labels  
Per Row

Labels   
Per Pkg Rec. Ribbon

Fig. 2 THT-195-481-3 White 0.900 (22.9) 0.375 (9.5) - 1 3,000 i75-R6406
Fig. 2 THT-194-481-3 White 0.900 (22.9) 0.750 (19.1) - 1 3,000 i75-R6406
Fig. 25 THT-141-481-3 White 0.900 (22.9) 0.900 (22.9) - 2 3,000 i75-R6400
Fig. 2 THT-164-481-3 White 0.900 (22.9) 0.900 (22.9) - 1 3,000 i75-R6406
Fig. 2 THT-142-481-2.5 White 2.500 (63.5) 0.200 (5.1) - 1 2,500 i75-R6402
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Centrifuge and PCR Tube Labels
(B-499, B-7425)
•	Designed with ultra-thin material that prevents vials from jamming in centrifuges 

or racks, these labels withstand harsh temperatures and chemicals without falling 
off, fading or smearing.

•	B-499 Nylon Cloth: Thick white nylon cloth for easy handling and conformability
•	B-7425 Polypropylene: Moderate chemical resistance, ideal for labeling dry, room-

temperature specimen containers that withstand temperature ranges from -320° to 
248° F (-196° to 121° C). Chemical resistance to ethanol, DMSO, IPS, short-term 
xylene,10% formalin, 50% acetic acid and toluene

Sterilization Indicating Labels
(B-7425-AC)
•	Specially designed with a pre-printed “sterilized” 

header that indicates steam sterilization with 
a color-changing pre-printed header when 
autoclaved at 250.7° F (121.5° C) for 10 minutes

•	Withstands temperature ranges from -320° to 
248° F (-196° to 121° C)

•	For use in LN2, freezers, autoclave and hot water baths
•	Chemical resistance to ethanol, DMSO, IPS, short-term xylene, 10% 

formalin, 50% acetic acid and toluene

Dissolves in 30 seconds with no residue.

Dissolvable Paper Labels
(B-403)
•	Designed for temporary applications where easy removal, 

re-identification or waste reduction are valued
•	Ideal for labeling vials, tubes or general glassware, 

temporary asset tracking, animal housing identification, 
and general use

•	Completely dissolves in warm water within 30 seconds, 
leaving no adhesive residue

Tissue Cassette Labels
(B-481)
•	White polyester label with superior resistance to tissue 

processing chemicals and embedding procedures. Use with 
the BSP™ 31 Label Attachment system for pre-process tissue 
cassette identification

Don’t see what you need? We’re constantly updating our 
selection of labels based on user feedback, customer needs 
and industry trends. Find more of what you’re looking for at 
BradyID.com/i7500materials or scan the QR code.



Model(s):
Model name i7500

Media alignment Center justified

Volume guidelines** 7000+ labels per day, 7 days per week

Smart Operating Mode:

Smart vs manual operation

Smart Mode: When using i75-series  
label and ribbon rolls
Manual Modes: When using non-i75-series  
label and ribbon rolls

LabelSense™ Print 
Technology

Yes — using i75-series rolls the printer reads 
smart chip on supplies for no-waste printing*;
requires no calibration of blank labels; has 
pre-optimized heat and speed settings and 
features auto label setup in Brady software

Sensor, speed and heat  
adjustments

When using i75-series rolls no calibration 
required; no wasted labels*. 
Sensor location, sensor mode, speed 
and heat settings are auto-set.

Media loading / handling 
(Smart Mode)

Labels: Open core roll with i75 smart chip, feed 
material into guides, 20-second changeover, no 
need to set sensor or calibrate 
Ribbon: On a cartridge, slides into 
place and always self-centers with ink 
facing label, 20-second changeover

Media loading / handling 
(Manual Mode)

Labels: Open core non-smart roll, 
feed material into guides, set sensor 
and calibrate out blank labels
Ribbon: Open core manual roll, slides into 
place. Must center, must check ink-side

Print Head / Printing Characteristics:

Print resolution 300 dpi 
600 dpi

Print method Thermal transfer (300 or 600 dpi) 
Direct thermal (300 dpi - material dependent)

Cutter type / auto cutter Auto cutters optional (for Standard config. only)

Print color capability Single color

Print speed 

Smart Mode 
up to 7 in. / sec – die cuts (300 dpi) 
up to 12 in. / sec – continuous (300 dpi)
up to 5 in. / sec – die cuts (600 dpi)
up to 6 in. / sec – continuous (600 dpi) 
Manual Mode / Partial Smart Mode 
up to 10 in. / sec – die cuts (300 dpi) 
up to 12 in. / sec – continuous (300 dpi)
up to 6 in. / sec – die cuts (600 dpi)
up to 6 in. / sec – continuous (600 dpi)

Print width (max, cross-web) 4.16 in.

Print length (max, down-web) 
60 in. (continuous media) 
12 in. (die-cut media)
9.8 in. (die-cut media peel mode*****)

Print job interrupt options Resume print job where pause or interruption 
occurs, or select specific label in job

Printhead replacement

User replaceable to same or different 
dpi with no firmware update.
Use only Brady printheads #177722 
(300 dpi) and #177723 (600dpi)

Print roller replacement Field replaceable (T-20 wrench required)

Print on demand Yes

Print pause Yes

Print job list on  
stand-alone printer

Yes — Brady Workstation print jobs can be 
saved to printer for later on-printer selection 
and printing. This function also write-protects 
the print jobs from unwanted editing.

Label Media Characteristics:
Media roll core i.d. 3 in. 

Media roll o.d. (max) 8.5 in. 
10 in. (with rear housing removed)

Internal rewind roll core i.d.  
(peel config only) 1.5 in. cardboard core

Internal rewind roll o.d. (max) 
(Peel config. only) 5.6 in. 

Label roll types

Gapped 
Notched 
Continuous
Black Mark (spring 2025)

Label width (cross-web) 0.158 in. to 4.33 in. (continuous liner-less media)
0.158 in. to 4.13 in. (other media)

Label length (down-web)***

0.125 in. to 12 in. (die-cut media)
0.240 in. to 9.8 in. (die-cut media  
peel mode*****) 
0.40 in. minimum (cut label length)

Media width (cross-web, 
including liner)

0.17 in. to 4.49 in.
0.50 in. to 4.0 in. (peel mode*****)

Media thickness*

0.0024 in. to 0.031 in. max (label media)  
0.0276 in. max (B-593 media)  
0.02 in. to 0.043 in. max (heat shrink sleeves) 
Max thickness 0.077 in.

Media roll winding Outside or inside

Media parts offering 4,000+ stock parts and custom  
(made-to-spec) parts

Media styles

Die cut media, continuous media, open core 
roll-fed media, fanfolded media (external feed), 
tagstock liner-mounted, tagstock linerless, 
perforated materials, adhesive labels, heat-
shrink sleeves (single sided and double sided 
with re-insert), continuous heat-shrink sleeves 
(partially flattened), self-laminating cable labels, 
zip-tie cable tags.  Some media styles not 
available with i75-series smart technology.

Media material types

PE (polyethylene), PET (polyester), PET 
Metallized, PU (polyurethane), PVC (vinyl), 
PVF (polyvinyl fluoride), PVDF (polyvinylidene 
fluoride), PP (polypropylene), PI (polyimide), 
Polyamide, Tedlar®, Nomex®, polyether 
polyurethane (Heatex™), raised panel 
push button material, paper, destructible 
materials, tamper-evident and tamper-
resistant materials; other materials not listed

Ribbon Characteristics:

Ribbon length (max) 984 ft. (i75-series smart ribbons)
1500 ft. (manual ribbons)

Ribbon roll o.d. (max) 3.15 in. (i75-series smart ribbons)
3.54 in. (manual ribbons)

Ribbon roll core i.d. 1 in. (manual ribbons)

Ribbon width  
(max, cross-web) 4.5 in.

Ink side Outside wound

Display Interface:
Display type Color LCD touchscreen

Display size (diagonal) 7 in. (177.80 mm)

Display resolution (H x W) 600 x 1024 pixels

Display languages 

Bahasa Indonesia, Bahasa Melayu, 
Bulgarian, Chinese (simplified), Chinese 
(traditional), Croatian, Czech, Danish, Dutch, 
English, Estonian, Finnish, French, German, 
Hungarian, Italian, Japanese, Korean, 
Norwegian, Polish, Portuguese, Romanian, 
Russian, Slovakian, Slovenian, Spanish, 
Swedish, Turkish, Thai, Vietnamese

Display Interface: (Continued)

Display status bar

Installed ribbon and label part numbers, 
amount of supplies remaining, Wi-Fi connection, 
Ethernet connection, USB connection, receiving 
data icon, ready state / error state, time, 
Bluetooth connection (future functionality)

Software and Firmware:

Label creation software
Brady Workstation (v4.21 or newer) and 
Brady Workstation apps (latest updates)
Express Labels Mobile

Windows® drivers Windows 8.1, 10, 11  
Server 2012, 2012 R2, 2016

Printer command language 
emulation

ZPL — scripting commands for 
sending scripts to the printer

Printer compiler language C++ — for placing embedded logic  
programming & prompts onto the printer

Printer administration / 
monitoring

Web-based remote access (future funtionality) 
— allows printer control, configuration, 
firmware updates, memory card admin and 
time /date synchronization, and will send 
printer status, and error messages to users

Interfaces and Connectivity:
PC connection port 1 x USB 2.0 hi-speed device port

Ethernet 1 x Ethernet 100 BASE-T

USB host ports 3 x USB 2.0 type A host port (1 front, 2 back)

Accessory Port

1 x 40-pin socket connector (front lower panel) 
For peripheral accessory connection only  
(e.g., Auto Cutter, Label Taken Sensor, etc.)
For automatic next label print-and-peel on  
peel model printer. Field installable to front  
of printer*****

Wireless Wi-Fi 802.11b/g/n (wireless model only)

Bluetooth Bluetooth 5.0 (spring 2025)

Electronics:
Processor 32-bit 1 GHz clock rate

Memory (RAM) 512 MB

Data storage (IFFS) 32 GB

Internal battery For internal date & time (RTC)

Data storage when power off Yes

Physical / Operational Characteristics:

Dimensions (closed) (HxWxD) 14.6 in. x 11.5 in. x 20.9 in. 
(372.0 mm x 291.5 mm x 530.0 mm)

Weight (empty) 40 lbs

Power supply 100 - 240 VAC, 50/60 Hz, PFC

Power consumption <10W standby / 150W typical / 300W max

Operating environment 10 - 40°C / 10 - 85% RH non condensing

Storage environment -20 - 50°C / 15 - 90% RH non condensing

Transport environment -20 - 50°C / 15 - 90% RH non condensing

Agency approvals

CE, FCC class A, cUL. Contact Brady for up-to-
date list of environmental compliance information 
and agency approvals and/or marks covering 
over 75 countries (awarded or applied for)

Fonts and Graphics:

Character sets 

Windows 1250 to 1252, 1254, 1257, DOS 
852, 857, 866, 869, EBC DIC 500, ISO 
8859-1 to -5, 9-11,13, 15 and 16, UTF8, 
Macintosh, Roman, DEC MCS, KO18-R, 
all west and east european characters and 
Latin, Cyrillic, simplified Chinese, traditional 
Chinese and Thai characters are supported

Font types (resident) Arial, BradyBoldCond, Noto Sans, Noto 
Sans Thai, Times New Roman

Font types (storable to printer) TrueType fonts storable to printer via jump drive

Font attributes 
Bold, italic, underlined, negative, subscript, 
superscript, 6 and 9 underscore, 
expand/condense, line height

Font scaling (vector &  
TrueType)

Width & height range: 0.35 in. to 5.04 in. 
Zoom factor: Variable (dot-by-dot) 
Rotation: 0°, 90°, 180°, 270°

Graphic elements 
Arrow, line, multiple line, rectangle, rounded 
rectangle, square, circle, ellipse, diamond, 
star, triangle, rounded triangle, seal, octagon

Graphic formats BMP, GIF, JPEG, PNG

Barcodes:

Barcode symbologies - 2D Aztec, DataMatrix, GS1 DataMatrix, 
MicroPDF417, PDF417, QR

Barcode symbologies - linear

Codabar, Code 39, Code 39 Full ASCII, Code 
93, Code 93 Full ASCII, Code 128 A, B, C, 
EAN-8/Jan 8, EAN-8/Jan 8 Ext 2, EAN-8/
Jan 8 Ext 5, EAN-13/Jan 13, EAN-13/Jan 13 
Ext 2, EAN-13/Jan 13 Ext 5, GS1-128, HIBC, 
Interleaved 2 of 5, ITF14, UPC-A, UPC-E

Barcode attributes Sizing: variable in height, modular width and ratio
Rotation: 0°, 90°, 180°, 270°

Options / Accessories:

Replacement printheads 
Brady printheads #177722 (300dpi) and 
#177723 (600dpi).   
No other printheads approved for use.

Replacement print rollers Variable widths to improve printhead protection 
with narrow supplies - field installable****

Auto cutter Full-cut auto cutter and perf-cut auto cutter 
available; field-installable to front panel

Label Taken Sensor  
(Peel config only)

For auto advance and print on peel model printer
Field installable to front of printer*****

* Peel mode printing by definition requires empty liner takeup and therefore some blank labels 
must be removed in setup. (Spring 2025)

** General volume levels for directional model comparison purposes only. Assumes basic text 
on 1 in. x 2 in. polyester labels. Actual results vary depending on combination of material, burn 
and speed settings, label content, ambient temperature and length of print run.

*** User should test to the application. Print performance on small parts or parts smaller than 
a printer's minimum label dimension spec is dependent on multiple factors including print 
speed, quantity in print run, heat setting, and the size / layout of the printed elements.

**** To avoid excessive printhead wear, print roller should be wider than label media and ribbon 
should be wider than roller—this prevents exposed printhead against exposed roller.

***** User should test any material for peel printing to the intended application.  Print & peel 
performance on any label is dependent on multiple factors including auto-present 
charactieristics of label material, peel offset distance, and print speed. (Spring 2025)

Windows® is a registered trademark of Microsoft Corporation. 
Tedlar® and NOMEX® are registered trademarks of DuPont deNemours Inc 
ZPL is registered trademark of Zebra Technologies Corporation.
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For more information or to learn more about our innovative products, 
visit BradyID.com or call 1-888-272-3946.

We make products that make the world a safer and 
smarter place. From the depths of the ocean to outer 
space, from the factory floor to the delivery room — 
we’re just about everywhere you look.

USA 
Customer Service: 1-888-272-3946 
BradyID.com

Canada 
Customer Service: 1-800-263-6179 
BradyCanada.ca

Mexico 
Customer Service: 1-800-262-7777 
Inside Sales: 1-800-262-7777 ext 177 
BradyID.com.mx
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